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SPEC NOTE DESCRIPTION: This Section specifies the materials for pavement cleaning as well as the methods for the removal of pavement markings and surface cleaning.
SPEC NOTE: On badly cracked pavements or those with excessive amounts of rubberized or other crack sealer, removal of sealer and filling of cracks may be required prior to overlay or slurry seal. See Section 32 01 11.02- Pavement Crack Cleaning and Filling.
SPEC NOTE: This Section specifies environmentally responsible material choices, utilizing the three R's (reduce, reuse and recycle) whenever possible, and providing generally available disposal options. For construction and demolition waste management practices in Federal Government projects refer to PSPC's Sustainable Development Strategy (SDS - 2007-2009), where these requirements have been specifically targeted.
SPEC NOTE: This Section includes general requirements and procedures for compliance with the Canada Green Building Council's (CaGBC) - LEED Canada - Building Rating System. Co-ordinate with Section 01 35 21- LEED Requirements.
Part 1 General
1.1 RELATED REQUIREMENTS
SPEC NOTE: Edit the following paragraphs to list documents or Sections with specific information that the reader might expect to find in this Section, but is specified elsewhere. Do not include Division 00 or Division 01 Sections in this listing.
.1 Section [_____]
1.2 MEASUREMENT AND PAYMENT
SPEC NOTE: Edit the following three paragraphs to suit project requirements.
.1 No measurement for payment will be made under this Section.
.2 Measure cleaning pavement surfaces [in square metres of pavement surface cleaned] [by lump sum].
.3 Measure removal of pavement markings [by lump sum] [in metres of solid lines or painted length of broken lines removed] [in square metres of pavement markings removed].
1.3 REFERENCE STANDARDS
SPEC NOTE: Edit the following paragraphs for this specific project.
.1 Canada Green Building Council (CaGBC)
.1 LEED Canada-NC Version 1.0-[2004], LEED (Leadership in Energy and Environmental Design): Green Building Rating System Reference Package For New Construction and Major Renovations (including Addendum [2007]).
1.4 ACTION AND INFORMATIONAL SUBMITTALS
.1 Submit in accordance with Section [01 33 00- Submittal Procedures].
SPEC NOTE: Include requests for relevant data to be furnished by the Contractor, before, during or after construction.
.2 Product Data:
.1 Submit manufacturer's instructions, printed product literature and data sheets for each type of abrasives and solvent used on project.
.2 Submit [2]copies of WHMIS MSDS in accordance with Section [01 35 29.06- Health and Safety Requirements] [01 35 43- Environmental Procedures].
1.5 DELIVERY, STORAGE AND HANDLING
.1 Deliver, store and handle materials in accordance with Section [01 61 00- Common Product Requirements] [with manufacturer's written instructions].
SPEC NOTE: Co-ordinate the following paragraph with Section 01 35 21- LEED Requirements.
.2 Develop [Construction Waste Management Plan] [Waste Reduction Workplan]related to Work of this Section.
.3 Packaging Waste Management: remove for reuse [and return] [by manufacturer]of [padding,] [packaging materials] [crates,] [pallets,]as specified in [Waste Reduction Workplan] [Construction Waste Management Plan]in accordance with Section [01 74 21- Construction/Demolition Waste Management and Disposal] [Section 01 35 21- LEED Requirements].
Part 2 Products
2.1 MATERIALS
.1 Abrasives and solvents used for removal of paint, oil, grease, rubber deposits: proprietary products specially designed for pavement cleaning, subject to approval by [Departmental Representative] [DCC Representative] [Consultant].
Part 3 Execution
3.1 REMOVING PAVEMENT MARKINGS
SPEC NOTE: Delete this article when removal of pavement markings not required.
.1 Remove rubber tire deposits and paint markings, in areas as directed by [Consultant] [Departmental Representative] [DCC Representative], by [shot] [sand] [water]blasting, rotary grinding, heater planing or other method approved in writing by [Consultant] [Departmental Representative] [DCC Representative].
.2 Exercise care to avoid dislodging of coarse aggregate particles, excessive removal of fines, damage to bituminous binder [or damage to joint and crack sealers].
.3 Do not heat pavement surfaces above [120]degrees C, when using heater planning equipment.
SPEC NOTE: Delete this article when pavement surface cleaning is not required.
3.2 PAVEMENT SURFACE CLEANING
SPEC NOTE: Delete the following paragraph when removal of excess sealant is specified in Section 32 01 11.02- Pavement Crack Cleaning and Filling.
.1 Remove sealing compound which has protruded excessively, where directed by [Consultant] [Departmental Representative] [DCC Representative].
.1 Dispose of removed material as directed by [Departmental Representative] [Consultant] [DCC Representative].
.2 Remove dust, contaminants, loose and foreign materials, oil and grease, in areas as directed by and by method approved in writing by [Consultant] [Departmental Representative] [DCC Representative].
.3 Use [vacuum sweepers] [rotary power brooms]supplemented by hand brooming.
3.3 CLEANING
.1 Progress Cleaning: clean in accordance with Section [01 74 11- Cleaning].
.1 Leave Work area clean at end of each day.
.2 Final Cleaning: upon completion remove surplus materials, rubbish, tools and equipment in accordance with Section [01 74 11- Cleaning].
.3 Waste Management: separate waste materials for [reuse] [recycling]in accordance with Section [01 35 21- LEED Requirements] [01 74 21- Construction/Demolition Waste Management and Disposal].
.1 Remove recycling containers and bins from site and dispose of materials at appropriate facility.
END OF SECTION

