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SPEC NOTE DESCRIPTION: This Section specifies movement of equipment and other  special procedures that must be considered when construction is being  carried out while the airport facility is in use.
SPEC NOTE: This Section is written to compliment the Federal Government's  General Conditions as well as the Canadian Construction Documents  Committee (CCDC), document CCDC 2. Some modifications may be required  if other forms of contract are used as the basis for the Construction  Agreement.
Part 1 General
1.1 RELATED REQUIREMENTS
SPEC NOTE: Edit the following paragraphs to list documents or Sections with  specific information that the reader might expect to find in this  Section, but is specified elsewhere. Do not include Division 00 or  Division 01 Sections in this listing.
.1 Section [_____]
1.2 GENERAL PROTECTION
.1 Do not disrupt airport business except as permitted  by [Departmental Representative] [Consultant] [DCC Representative].
.2 Provide temporary protection for safe handling  of public, personnel, pedestrians and vehicular traffic: to Section [01 56 00- Temporary Barriers and  Enclosures].
.3 Provide barricades and lights where directed by [Consultant] [DCC Representative] [Departmental Representative].
1.3 MOVEMENT OF EQUIPMENT AND PERSONNEL
.1 In areas of airport not closed to aircraft traffic:
.1 Obtain [DCC Representative's] [Departmental Representative's] [Consultant's]approval on scheduling of  Work.
.2 Control movements of equipment and personnel as  directed by [Consultant] [DCC Representative] [Departmental Representative].
.3 Provide qualified field personnel at locations  designated by [Consultant] [Departmental Representative] [DCC Representative]to relay signals from airport  traffic control tower to equipment and personnel wishing to cross  live traffic areas.
.4 Immediately obey signals from airport traffic  control tower.
1.4 UNSERVICEABLE AREAS
.1 Mark off areas made unserviceable for aircraft  by Work of this Contract by providing highly visible danger markings  by day and red lights by night.
.2 Open flames and flammable fuels are not permitted.
.3 Park equipment not in use and stockpile materials  so that stockpile tops are below [50]to 1 ratio from  ends of useable landing strip and below [20]to 1 ratio  from sides of aircraft traffic areas.
.1 Mark tops with red lights as directed by [DCC Representative] [Consultant] [Departmental Representative].
1.5 TRENCHING
.1 Obtain [Departmental Representative's] [Consultant's] [DCC Representative's]written permission to undertake  trenching on pavements open to aircraft traffic which cannot be completed,  backfilled and sealed within [1]working day.
1.6 AIRPORT FACILITIES
.1 [DCC Representative] [Departmental Representative] [Consultant]will stake or indicate location  of underground facilities such as cables, pipes, ducts and other services  and utilities.
.2 Notify [Consultant] [DCC Representative] [Departmental Representative]of work areas [48] hours minimum in advance of operations to allow sufficient time  for underground facilities and service to be located.
Part 2 Products
2.1 NOT USED
.1 Not Used.
Part 3 Execution
3.1 NOT USED
.1 Not Used.
END OF SECTION

