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SPEC NOTE: Commercial carpet usually installed in office buildings, institutional facilities and other commercial buildings are either made of nylon 6 or nylon 6.6.
SPEC NOTE: This Section specifies the requirements for the removal and recycling of used carpet and carpet scrap from installation of 4500 m2or greater.
SPEC NOTE: This Section specifies environmentally responsible material choices, utilizing the three R's (reduce, reuse and recycle) whenever possible, and providing generally available disposal options. For construction and demolition waste management practices in Federal Government projects refer to PSPC's Sustainable Development Strategy (SDS - 2007-2009), where these requirements have been specifically targeted.
SPEC NOTE: This Section includes general requirements and procedures for compliance with the Canada Green Building Council's (CaGBC) - LEED Canada prerequisites or credits required for LEED Project certification. Co-ordinate with Section 01 35 21- LEED Requirements.
Part 1 General
1.1 RELATED REQUIREMENTS
SPEC NOTE: Edit the following paragraphs to list documents or Sections with specific information that the reader might expect to find in this Section, but is specified elsewhere. Do not include Division 00 or Division 01 Sections in this listing.
.1 Section [_____]
1.2 REFERENCE STANDARDS
SPEC NOTE: Edit the following paragraphs for this specific project.
.1 Canada Green Building Council (CaGBC)
.1 LEED Canada-NC Version 1.0-[2004], LEED (Leadership in Energy and Environmental Design): Green Building Rating System Reference Package For New Construction and Major Renovations (including Addendum [2007]).
.2 LEED Canada-2009, LEED (Leadership in Energy and Environmental Design): Green Building Rating System Reference Package For Design and Construction.
.3 LEED Canada-CI Version 1.0-[2007], LEED (Leadership in Energy and Environmental Design): Green Building Rating System Reference Guide For Commercial Interiors.
.4 LEED Canada-EBOM 2009, LEED (Leadership in Energy and Environmental Design): Green Building Rating System Reference Guide For Existing Buildings: Operations and Maintenance.
.2 Carpet and Rug Institute (CRI)
.1 CRI Carpet Installation Standard - [2011].
1.3 DEFINITIONS
.1 Closed-loop Recycling: a product which is re-manufactured into the same product.
.2 Open-loop Recycling: a product which is re-manufactured into different types of products.
.3 Nylon - Type 6: carpet fibre with one base ingredient: Caprolactam.
.4 Nylon - Type 6,6: carpet fibre with two base ingredients: Adipic Acid and Hexamethylene.
1.4 ACTION AND INFORMATIONAL SUBMITTALS
.1 Submit in accordance with Section [01 33 00- Submittal Procedures].
.2 Submit control submittals.
.3 Submit report outlining proposed dust control measures.
.4 Submit carpet schedule using same room designations indicated on drawings.
.5 Submit schedule of carpet recycling activities including the following:
.1 Sequence of carpet removal.
.2 Inventory of items to be removed and recycled.
.3 Indicate type of carpet fibre [Nylon 6,6] [Nylon 6].
.4 Recycling.
SPEC NOTE: Co-ordinate the following paragraph with Section 01 35 21- LEED Requirements.
.6 Sustainable Design Submittals:
.1 LEED Canada submittals: in accordance with [Section 01 35 21- LEED Requirements].
.2 Construction Waste Management:
.1 Submit project [Waste Reduction Workplan] [Waste Management Plan]highlighting recycling and salvage requirements.
.2 Submit calculations on end-of-project recycling rates, salvage rates, and landfill rates demonstrating that [50] [75]% of construction wastes were recycled or salvaged.
1.5 CLOSEOUT SUBMITTALS
SPEC NOTE: There are different types of carpet reclamation programs, not all programs recycle carpet into new floor coverings.
.1 Submit in accordance with Section [01 78 00- Closeout Submittals].
.2 Submit schedule of carpet reclamation activities.
.1 Indicating the following:
.1 Detailed sequence of removal work.
.2 Areas of [partial] occupied floor space.
.3 Inventory of used carpet to be removed and reclaimed.
.4 Proposed packing and transportation measures.
.3 Reclamation Agencies' records indicating receipt and disposition of used carpet.
.4 Certification: Reclamation Agency to verify in writing that used carpet was removed and recycled in accordance with [fibre] [carpet]manufacturers' reclamation program.
SPEC NOTE: Identify end product of recycling program, indicate if used carpet was re-manufactured back to carpet or other products.
.1 Indicate type of recycling program:
.1 [Open-loop] [Closed-loop].
.5 Record off-site removal of debris and materials and provide the following information regarding removed used carpet materials.
.1 Time and date of removal.
.2 Type of material [Nylon 6,6] [Nylon 6].
.3 Weight and quantity of materials.
.4 Final destination of materials.
1.6 QUALITY ASSURANCE SUBMITTALS
.1 Certificates: submit from Reclamation Agency and Carpet remover certificates that used carpet was removed and recycled in accordance with Carpet Reclamation Program. Extraction of embodied energy by incineration is not acceptable.
1.7 ENVIRONMENT
.1 Obtain written approval from [Facilities Manager] [Owner] [Departmental Representative] [Consultant] [DCC Representative]before performing operations which generate contaminants.
Part 2 Products
SPEC NOTE: Identify Carpet Reclamation Agency and their method and process of carpet fibre reclamation.
2.1 CARPET RECLAMATION AGENCY
.1 [_____]
2.2 CARPET REMOVERS
.1 [_____]
2.3 MATERIALS
.1 Carpet adhesive removal solvents: in accordance with CRI Carpet Installation Standard.
.2 Used Carpet:
.1 Maintain possession of removed used carpet. Remove immediately from area of Work and place in container or trailer.
.3 Underlay Undercushion:
.1 Include recycling of carpet underlay undercushion [where locally available] [as designated by Carpet Reclamation Agency].
.4 Disposal Container:
.1 [Reclamation Agency]will supply [ [_____] m/3disposal container] [[16.15] m trailer].
Part 3 Execution
3.1 EXAMINATION
.1 Examine and verify Work area[s]and conditions are suitable to perform work. Identify and report to [Departmental Representative] [Consultant] [DCC Representative]problems that will delay [start]completion of Work.
.1 Do not proceed until problems or conditions have been corrected, and instructed by [Departmental Representative] [DCC Representative] [Consultant].
3.2 PREPARATION
.1 Provide, erect, and maintain barricade and lighting as required to protect general public in accordance with Section [01 51 00- Temporary Utilities].
.2 Vacuum used carpet prior to removal.
3.3 CARPET REMOVAL
SPEC NOTE: Check with reclamation program prior to palletizing, rolling, etc. Each reclamation program may have differing requirements.
.1 Remove used broadloom carpet in large pieces.
.1 Roll carpet tightly and pack neatly in [trailer] [disposal container]. [Include carpet pieces and scraps from new carpet installation].
.2 Remove used carpet tile [stack] [pack in cardboard boxes]and pack [on pallets] [in trailer] [in container].
.3 Pack only clean dry carpet [tile]in [trailer] [disposal container]. Clean is defined as carpet free from demolition debris, asbestos, garbage and tack strips.
.4 Remove carpet adhesive according to CRI Carpet Installation Standard.
SPEC NOTE: Use either of the following paragraphs for method of disposal.
3.4 CONTAINER DISPOSAL
.1 Place used carpet in [_____]supplied by [s]. Containers to be front end loaded and fully enclosed from elements. Place only used commercial carpet in container.[reclamation agency]
.1 Container[s]to be locked and supervised at all times.
.2 Maximize packing techniques of used carpet, container should hold between 1,500 to 2,500 m2.
.1 Re-pack used carpet in cardboard boxes prior to placing in container[s].
.3 Co-ordinate with [Reclamation Agency]for pickup and drop off of replacement containers.
.1 Remove lock from container prior to pick up.
3.5 TRUCK TRAILER DISPOSAL
.1 Place used carpet in [_____]. Place only used commercial carpet in trailer.[Reclamation Agency]
.1 Keep trailer off limits to workers not involved in reclamation activities and from public
.2 Maximize packing techniques of used carpet.
.1 Do not stack carpet tiles more than [1.828]m high on trailer.
.3 Comply with Department of Transportation weight limit regulations.
.1 Maximum weight of used carpet on trailer is [20,455]kg.
.4 Co-ordinate with [Reclamation Agency]for pickup and drop off of replacement trailer.
.1 Remove lock from trailer prior to pick up.
3.6 CARPET INSTALLATION
.1 Install new carpet in accordance with Section [09 68 13- Tile Carpeting] [09 68 16- Sheet Carpeting].
3.7 CLEANING
.1 Progress Cleaning: clean in accordance with Section [01 74 11- Cleaning].
.1 Leave Work area clean at end of each day.
.2 Final Cleaning: upon completion remove surplus materials, rubbish, tools and equipment in accordance with Section [01 74 11- Cleaning].
.3 Waste Management: separate waste materials for [reuse] [recycling]in accordance with Section [01 35 21- LEED Requirements] [01 74 21- Construction/Demolition Waste Management and Disposal].
.1 Remove recycling containers and bins from site and dispose of materials at appropriate facility.
3.8 PROTECTION
.1 Protect installed products and components from damage during reclamation activities.
.2 Repair damage to adjacent materials caused by reclamation activities installation.
END OF SECTION

