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SPEC NOTE DESCRIPTION: This Section specifies products treated with preservative and fire-retardant by pressure impregnation. Insert required text from this Section into applicable technical Sections. This Section should not be used as a separate Section in a project specification.
SPEC NOTE: Larger wood members may require incising which will effect appearance.
SPEC NOTE: This section includes LEED general requirements co-ordinate with NMS Section 01 35 21- LEED Requirement.
Part 1 General
1.1 RELATED REQUIREMENTS
SPEC NOTE: Edit the following paragraphs to list documents or Sections with specific information that the reader might expect to find in this Section, but is specified elsewhere. Do not include Division 00 or Division 01 Sections in this listing.
.1 Section [_____]
1.2 REFERENCE STANDARDS
SPEC NOTE: Edit the following paragraphs, required for this specific project.
.1 American Wood-Preservers' Association (AWPA)
.1 AWPA M2-[01], Standard for Inspection of Treated Wood Products.
.2 AWPA M4-[06], Standard for the  Care of Preservative-Treated Wood Products.
.2 Canada Green Building Council (CaGBC)
.1 LEED Canada-NC Version 1.0-[2004], LEED (Leadership in Energy and Environmental Design): Green Building Rating System Reference Package For New Construction and Major Renovations (including Addendum [2007]).
.2 LEED Canada-CI Version 1.0-[2007], LEED (Leadership in Energy and Environmental Design): Green Building Rating System Reference Guide For Commercial Interiors.
.3 Canadian Standards Association (CSA International)
.1 CSA O80 Series-[97(R2002)]- O80S2-[05], Wood Preservation.
.2 CSA O80.20-1.1-[M97(R2002)], This Standard applies to the fire-retardant treatment of lumber by pressure processes..
.3 CSA O80.27-1.1-[M97(R2002)], This Standard covers the fire-retardant treatment of Douglas Fir, hardwood, softwood, and Poplar plywood by pressure processes.
.4 CSA O80.201-[M89], This Standard covers hydrocarbon solvents for preparing solutions of preservatives.
.5 CSA O322-[02], Procedure for Certification of Pressure-Treated Wood Materials for Use in Preserved Wood Foundations.
.4 South Coast Air Quality Management District (SCAQMD), California State (SCAQMD)
.1 SCAQMD Rule 1113-[04], Architectural Coatings.
1.3 ACTION AND INFORMATIONAL SUBMITTALS
.1 Submit Submittal submissions: in accordance with Section [01 33 00- Submittal Procedures].
SPEC NOTE: Include specific SUSTAINABLE requirements of this section for submittals.
.2 Sustainable Submittals:
.1 Co-ordinate submittal requirements and provide submittals required by Section [01 47 15- Sustainable Requirements: Construction].
SPEC NOTE: Use the following paragraph for LEED projects when LEED Submittals are required.
.3 LEED Submittals:
.1 Co-ordinate submittals requirements in accordance with Section [01 35 21- LEED Requirements].
.4 Quality assurance submittals:
.1 Submit certificates in accordance with Section [01 33 00- Submittal Procedures].
.2 For products treated with [preservative] [fire-retardant]by pressure impregnation submit following information certified by authorized signing officer of treatment plant:
.1 Information listed in AWPA M2 and revisions specified in CSA O80 Series, Supplementary Requirement to AWPA M2 applicable to specified treatment.
.2 Moisture content after drying following treatment with [water-borne preservative] [fire-retardant].
.3 Acceptable types of paint, stain, and clear finishes that may be used over treated materials to be finished after treatment.
1.4 QUALITY ASSURANCE
SPEC NOTE: Inspection at plant offers best assurance of quality control. Use paragraphs .1, .3 and .4 for large projects when wood treatment is critical and custom treatment is required. Use paragraph .2 for preserved wood foundations.
.1 Plant inspection of products treated with [fire-retardant] [preservative]by pressure impregnation will be carried out by designated testing laboratory to AWPA M2, and revisions specified in CSA O80 Series, Supplementary Requirements to AWPA M2.
.2 Each piece of lumber and plywood for preserved wood foundations to be identified by CSA O322 certified stamp.
.3 Inspection and testing of [insert materials]will be carried out by a Testing Laboratory designated by [DCC Representative] [Departmental Representative] [Consultant].
.4 [DCC Representative] [Consultant] [Departmental Representative]will pay for costs of tests as specified in Section [01 29 83- Payment Procedures for Testing Laboratory Services].
.5 Sustainable Requirements:
SPEC NOTE: In the following paragraph select the Sustainable requirements for the project and co-ordinate with appropriate NMS Section used in project.
.1 Construction requirements: in accordance with Section [01 47 15- Sustainable Requirements: Construction].
.6 Regulatory Requirements:
.1 Each [panel] [board or bundle of fire-retardant treated material]to bear ULC label indicating Flame Spread Classification (FSC), and smoke developed.
1.5 DELIVERY, STORAGE, AND HANDLING
.1 Waste Management and Disposal:
.1 Separate waste materials for [reuse] [recycling]in accordance with Section [01 74 21- Construction/Demolition Waste Management and Disposal].
Part 2 Products
SPEC NOTE: Include in the following paragraph specific SUSTAINABLE material and product requirements required by project or co-ordinate with appropriate NMS Section used in project.
2.1 SUSTAINABLE REQUIREMENTS
.1 Materials and products in accordance with Section [01 47 15- Sustainable Requirements: Construction].
2.2 MATERIALS
.1 [_____]
.2 Preservative: to CSA-O80 Series, [oil-borne] [chemical] [salt] [water-borne] [odourless], for [stained] [clear]finish.
SPEC NOTE: Use the paragraph below for LEED projects. Preservatives used in interior spaces of the building must have a VOC limit in compliance with the State of California South Coast Air Management Rule #1113.
SPEC NOTE: For LEED projects paints and surface coatings used within the interior envelope of the building must be in compliance with LEED EQ Credit 4.2.
.1 SCAQMD Rule #1113, Architectural Coatings.
.3 Preservatives: maximum VOC limit [350]g/L.
SPEC NOTE: Use CSA O80.20 for lumber; CSA O80.27 for plywood.
.4 Fire-Retardant: to [CSA O80.27] [CSA O80.20], to provide:
.1 Flame Spread Classification: FSC [_____]
.2 Smoke developed of not more than: [_____]
SPEC NOTE: Use the following paragraph when oil-borne preservative is specified, specify type of solvent.
.5 Solvent: to CSA-O80.201, Type [_____]
Part 3 Execution
3.1 APPLICATION: PRESERVATIVE
SPEC NOTE: For each wood product to be treated with preservative, choose type of preservative, and method of treatment, from CSA O80 Series, Commodity Standards CSA O80 Series to CSA O80.30 inclusive, as appropriate to end use. Net retentions of preservative given in Commodity Standards are minimum and may be increased where warranted by severe conditions, extended service life, or other factors.
.1 Treat [indicate material]to CSA O80 Series [indicate commodity standard number]using [_____][_____]
SPEC NOTE: Use the following paragraph for treatment with water-borne preservatives.
.2 Following water-borne preservative treatment, dry material to maximum moisture content of [_____]
3.2 APPLICATION: FIRE-RETARDANT
SPEC NOTE: Use CSA O80.20 for lumber; CSA O80.27 for plywood.
.1 Treat [indicate material]by pressure impregnation with fire-retardant chemicals in accordance with [CSA O80.27] [CSA O80.20].
.2 Following treatment, kiln-dry material to maximum moisture content of [_____]
SPEC NOTE: For field treatment of end cuts, see applicable section where preservative treatment is specified.
3.3 APPLICATION: FIELD TREATMENT
SPEC NOTE: Supplement requirements of AWPA M4 as required.
.1 Comply with AWPA M4 and revisions specified in CSA O80 Series, Supplementary Requirements to AWPA M2.
.2 Remove chemical deposits on treated wood to receive applied finish.
END OF SECTION

