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SPEC NOTE: This Section is based on the assumption that heater quantities, location, voltage, phase, capacities, control characteristics and location, mounting (surface or flush), speed (single or dual) will be indicated.
SPEC NOTE: Heaters based on CSA C22.2No.46.
SPEC NOTE: This Section includes general requirements and procedures for compliance with the Canada Green Building Council's (CaGBC) - LEED Canada prerequisites or credits required for LEED Project certification. Co-ordinate with Section 01 35 21- LEED Requirements.
Part 1 General
1.1 RELATED REQUIREMENTS
SPEC NOTE: Edit the following paragraphs to list documents or Sections with specific information that the reader might expect to find in this Section, but is specified elsewhere. Do not include Division 00 or Division 01 Sections in this listing.
.1 Section [_____]
1.2 REFERENCE STANDARDS
SPEC NOTE: Edit the following paragraphs for this specific project.
.1 Canada Green Building Council (CaGBC)
.1 LEED Canada-NC Version 1.0-[2004], LEED (Leadership in Energy and Environmental Design): Green Building Rating System for New Construction and Major Renovations (including Addendum [2007]).
.2 LEED Canada-NC-[2009], LEED (Leadership in Energy and Environmental Design): Green Building Rating Systemfor New Construction and Major Renovations 2009.
.3 LEED Canada-CI Version 1.0-[2007], LEED (Leadership in Energy and Environmental Design): Green Building Rating System for Commercial Interiors.
.4 LEED Canada-EB: O&amp;M-[2009], LEED (Leadership in Energy and Environmental Design): Green Building Rating System for Existing Buildings: Operations and Maintenance 2009.
1.3 ACTION AND INFORMATIONAL SUBMITTALS
.1 Submit in accordance with Section [01 33 00- Submittal Procedures].
SPEC NOTE: Include requests for relevant data to be furnished by the Contractor, before, during or after construction.
.2 Product Data:
.1 Submit manufacturer's instructions, printed product literature and data sheets for [forced air heaters]and include product characteristics, performance criteria, physical size, finish and limitations.
SPEC NOTE: When manufacturer's instructions for specific installation requirements are referenced in PART 3 - EXECUTION, include the following paragraph.
.2 Manufacturer's Instructions: provide to indicate special handling criteria, installation sequence, cleaning procedures and [_____]
SPEC NOTE: Co-ordinate the following paragraph with Section 01 35 21- LEED Requirements.
.3 Sustainable Design Submittals:
.1 LEED Canada submittals: in accordance with [Section 01 35 21- LEED Requirements].
.2 Construction Waste Management:
.1 Submit project [Waste Management Plan] [Waste Reduction Workplan]highlighting recycling and salvage requirements.
.2 Submit calculations on end-of-project recycling rates, salvage rates, and landfill rates demonstrating that [50] [75]% of construction wastes were recycled or salvaged.
.3 Building Energy and Water Consumption: [for monitoring of following end-uses] [submit copy of Measurement and Verification Plan following IPMVP].
1.4 CLOSEOUT SUBMITTALS
.1 Submit in accordance with Section [01 78 00- Closeout Submittals].
.2 Operation and Maintenance Data: submit operation and maintenance data for [forced air heaters]for incorporation into manual.
1.5 DELIVERY, STORAGE AND HANDLING
.1 Deliver, store and handle materials in accordance with Section [with manufacturer's written instructions] [01 61 00- Common Product Requirements].
.2 Delivery and Acceptance Requirements: deliver materials to site in original factory packaging, labelled with manufacturer's name and address.
.3 Storage and Handling Requirements:
.1 Store materials [off ground] [indoors] [in dry location]and in accordance with manufacturer's recommendations in clean, dry, well-ventilated area.
.2 Store and protect [forced air heaters]from [nicks, scratches, and blemishes].
.3 Replace defective or damaged materials with new.
SPEC NOTE: Co-ordinate the following paragraph with Section 01 35 21- LEED Requirements.
.4 Develop [Waste Reduction Workplan] [Construction Waste Management Plan]related to Work of this Section and in accordance with Section [01 35 21- LEED Requirements].
.5 Packaging Waste Management: remove for reuse [by manufacturer] [and return]of [packaging materials] [pallets,] [crates,] [padding,]as specified in [Construction Waste Management Plan] [Waste Reduction Workplan]in accordance with Section [Section 01 35 21- LEED Requirements] [01 74 21- Construction/Demolition Waste Management and Disposal].
Part 2 Products
2.1 FORCED AIR HEATERS
.1 Forced air heaters, [residential type] [industrial type] [with T-bar mounting frame] [mounted] [explosion proof] [wall] [ceiling] [commercial type]as follows:
.1 Enclosure:
.1 Steel, [1.2]mm thick.
.2 Knockouts for [12 mm]diameter conduit left, right, bottom and rear.
.3 Grill and frame finished [_____]
.2 Elements and Fan:
.1 [Mineral insulated] [Nickel chromium alloy].
.2 Motor: totally enclosed, shaded pole, impedance protected motor.
.2 Controls:
.1 Wall mounted [low voltage] [line voltage]thermostat: type [_____].[23 09 33- Electric and Electronic Control System for HVAC]
.3 Built-in [tamperproof] [accessible]controls. 'On-Off-Fan Only' selector switch and temperature control knob.
Part 3 Execution
3.1 INSTALLATION
.1 Install heaters in accordance with manufacturer's written recommendations.
.2 Make power and control connections.
3.2 FIELD QUALITY CONTROL
.1 Perform tests in accordance with Section [26 05 00- Common Work Results for Electrical].
3.3 CLEANING
.1 Progress Cleaning: clean in accordance with Section [01 74 11- Cleaning].
.1 Leave Work area clean at end of each day.
.2 Final Cleaning: upon completion remove surplus materials, rubbish, tools and equipment in accordance with Section [01 74 11- Cleaning].
.3 Waste Management: separate waste materials for [reuse] [recycling]in accordance with Section [01 74 21- Construction/Demolition Waste Management and Disposal] [01 35 21- LEED Requirements].
.1 Remove recycling containers and bins from site and dispose of materials at appropriate facility.
3.4 PROTECTION
.1 Protect installed products and components from damage during construction.
.2 Repair damage to adjacent materials caused by forced air heaters installation.
END OF SECTION

