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SPEC NOTE DESCRIPTION: This Section specifies access doors and panels to all concealed mechanical equipment for operating, inspecting, adjusting, balancing and servicing. It does not include access hatches, manhole covers or access doors and hatches supplied as an integral part of equipment.
SPEC NOTE ENVIRONMENTAL: This Section specifies environmentally responsible material choices, utilizing the three R's (reduce, reuse and recycle) whenever possible, and providing generally available disposal options. For construction and demolition waste management practices in Federal Government projects refer to PSPC's Sustainable Development Strategy (SDS - 2007-2009), where these requirements have been specifically targeted.
SPEC NOTE: This Section includes general requirements and procedures for compliance with the Canada Green Building Council's (CaGBC) - LEED Canada-NC and LEED Canada-CI prerequisites or credits required for LEED Project certification. Co-ordinate with Section 01 35 21- LEED Requirements.
Part 1 General
1.1 RELATED REQUIREMENTS
SPEC NOTE: Edit the following paragraphs to list documents or Sections with specific information that the reader might expect to find in this Section, but is specified elsewhere. Do not include Division 00 or Division 01 Sections in this listing.
.1 [_____]
1.2 REFERENCE STANDARDS
SPEC NOTE: Edit the following paragraphs for this specific project.
.1 Canada Green Building Council (CaGBC)
.1 LEED Canada-NC Version 1.0-[2004], LEED (Leadership in Energy and Environmental Design): Green Building Rating System Reference Package For New Construction and Major Renovations (including Addendum [2007]).
.2 LEED Canada-CI Version 1.0-[2007], LEED (Leadership in Energy and Environmental Design): Green Building Rating System Reference Guide For Commercial Interiors.
.2 Green Seal Environmental Standards (GS)
SPEC NOTE: Green Seal Environmental Criteria for Anti-Corrosive Paints, GC-3 is included in the revised GS-11, 2008 2nd Edition, Paints and Coatings.
.1 GS-11-[2008, 2nd Edition], Paints and Coatings.
.3 South Coast Air Quality Management District (SCAQMD), California State, Regulation XI. Source Specific Standards
.1 SCAQMD Rule 1113-[A2007], Architectural Coatings.
1.3 ACTION AND INFORMATIONAL SUBMITTALS
.1 Submit in accordance with Section [01 33 00- Submittal Procedures].
SPEC NOTE: Include requests for relevant data to be furnished by the Contractor, before, during or after construction.
.2 Product Data:
.1 Submit manufacturer's instructions, printed product literature and data sheets for [access door components]and include product characteristics, performance criteria, physical size, finish and limitations.
.3 Shop Drawings:
.1 Submit drawings stamped and signed by professional engineer registered or licensed in [Province] [Territory], Canada.
.2 Submit catalogue details for each type of door illustrating profiles, dimensions and methods of assembly.
.4 Samples:
.1 Submit for review and acceptance of each unit.
.2 Samples will be returned for inclusion into work.
.3 Submit [1]of each type of hand entry access door.
.4 Submit one [300 x 300]mm corner sample of each type of body entry door.
SPEC NOTE: Co-ordinate the following paragraph with Section 01 35 21- LEED Requirements.
.5 Sustainable Design Submittals:
.1 LEED Canada-[NC Version 1.0] [CI Version 1.0]Submittals: in accordance with [Section 01 35 21- LEED Requirements].
SPEC NOTE: Edit the following paragraphs to specify certification of compliance for specific LEED requirements in one or many of the following LEED categories: Sustainable Sites, Water Efficiency, Energy and Atmosphere, Materials and Resources and Indoor Environmental Quality.
.2 Construction Waste Management:
.1 Submit project [Waste Reduction Workplan] [Waste Management Plan]highlighting recycling and salvage requirements.
.2 Submit calculations on end-of-project recycling rates, salvage rates, and landfill rates demonstrating that [75] [50]% of construction wastes were recycled or salvaged.
.3 Recycled Content:
.1 Submit listing of recycled content products used, including details of required percentages or recycled content materials and products, showing their costs and percentages of [post-consumer] [post-industrial]content, and total cost of materials for project.
.4 Regional Materials: submit evidence that project incorporates required percentage [20] [10]% of regional materials and products, showing their cost, distance from project to furthest site of extraction or manufacture, and total cost of materials for project.
.5 Low-Emitting Materials:
.1 Submit listing of [paints and coatings]used in building, showing compliance with VOC and chemical component limits or restriction requirements.
1.4 CLOSEOUT SUBMITTALS
.1 Submit in accordance with Section [01 78 00- Closeout Submittals].
.2 Operation and Maintenance Data: submit operation and maintenance data for [cleaning and maintenance of stainless steel finishes]for incorporation into manual.
1.5 DELIVERY, STORAGE AND HANDLING
.1 Deliver, store and handle materials in accordance with Section [01 61 00- Common Product Requirements] [with manufacturer's written instructions].
.2 Delivery and Acceptance Requirements: deliver materials to site in original factory packaging, labelled with manufacturer's name and address.
.3 Storage and Handling Requirements:
.1 Store materials [off ground] [indoors] [in dry location]and in accordance with manufacturer's recommendations in clean, dry, well-ventilated area.
.2 Store and protect [access doors]from [nicks, scratches, and blemishes].
SPEC NOTE: Use the following paragraph for special anodic and stainless steel finishes.
.3 Apply temporary protective coating to finished surfaces. Remove coating after installation.
.1 Use coatings in accordance with manufacturer's written instructions that are easily removable.
.2 Leave protective coating in place until final cleaning of building.
.4 Replace defective or damaged materials with new.
SPEC NOTE: Co-ordinate the following paragraph with Section 01 35 21- LEED Requirements. Use the following paragraph to ensure Construction Waste Management Plan or Waste Reduction Workplan is specified and include in article titled ACTION AND INFORMATIONAL SUBMITTALS. This may contribute towards LEED Credits as follows: Materials and Resources Credit MRc2 Construction Waste Management, either MRc2.1: Divert 50% from Landfill, or MRc2.2: Divert 75% from Landfill.
.4 Develop [Construction Waste Management Plan] [Waste Reduction Workplan]related to Work of this Section and in accordance with Section [01 35 21- LEED Requirements].
.5 Packaging Waste Management: remove for reuse [and return] [by manufacturer]of [padding,] [pallets,] [packaging materials] [crates,]as specified in [Waste Reduction Workplan] [Construction Waste Management Plan]in accordance with Section [01 74 21- Construction/Demolition Waste Management and Disposal] [Section 01 35 21- LEED Requirements].
Part 2 Products
2.1 ACCESS DOORS
SPEC NOTE: Only indicate non-standard sizes on the drawings under exceptional circumstances. Delete the option if no exceptional circumstances exist.
.1 Sizes: as follows [unless indicated]:
.1 For body entry: [600 x 600]mm minimum.
.2 For hand entry: [300 x 300]mm minimum.
.2 Construction: rounded safety corners, concealed hinges, screwdriver latch, anchor straps, able to open 180 degrees.
.3 Materials:
.1 Tiled or marble surfaces [_____]: stainless steel with [brushed satin] [polished finish].
.2 Other areas: prime coated steel.
SPEC NOTE: Co-ordinate the following paragraph with Section 01 35 21- LEED Requirements. Use the following paragraph to specify VOC limits required for LEED Low-Emitting Materials Credit EQc4.2 - Paints and Coatings, where VOC and toxicity content of paints and coatings must be less than content limits of GS-11 and SCAQMD Rule 1113.
.1 Primer: VOC limit [250] [100] [50]g/L maximum to [GS-11] [SCAQMD Rule 1113].
2.2 EXCLUSIONS
.1 Lay-in tile ceilings: use unobtrusive identification locators.
Part 3 Execution
3.1 EXAMINATION
.1 Verification of Conditions: verify conditions of substrates previously installed under other Sections or Contracts are acceptable for access door installation in accordance with manufacturer's written instructions.
.1 Visually inspect substrate in presence of [Departmental Representative] [DCC Representative] [Consultant].
.2 Inform [Consultant] [DCC Representative] [Departmental Representative]of unacceptable conditions immediately upon discovery.
.3 Proceed with installation only after unacceptable conditions have been remedied [and after receipt of written approval to proceed from  [DCC Representative] [Consultant] [Departmental Representative]].
3.2 INSTALLATION
.1 Installation: locate access doors within view of equipment and ensure equipment is accessible for operating, inspecting, adjusting, servicing without using special tools.
.1 [Marble] [Tiled]surfaces: in accordance with Section [09 30 13- Ceramic Tiling] [09 30 15- Quarry and Paver Tiling].
.2 Install masonry surfaces: in accordance with Section [04 05 00- Common Work Results for Masonry].
.3 Install gypsum board surfaces: in accordance with Section [09 21 16- Gypsum Board Assemblies] [09 23 00- Gypsum Plastering].
.4 [_____][_____]
3.3 CLEANING
.1 Progress Cleaning: clean in accordance with Section [01 74 11- Cleaning].
.2 Final Cleaning: upon completion remove surplus materials, rubbish, tools and equipment in accordance with Section [01 74 11- Cleaning].
.3 Waste Management: separate waste materials for [recycling] [reuse]in accordance with Section [01 35 21- LEED Requirements] [01 74 21- Construction/Demolition Waste Management and Disposal].
.1 Remove recycling containers and bins from site and dispose of materials at appropriate facility.
3.4 PROTECTION
.1 Protect installed products and components from damage during construction.
.2 Repair damage to adjacent materials caused by access door installation.
END OF SECTION

