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SPEC NOTE: This Section includes general requirements and procedures for compliance with the Canada Green Building Council's (CaGBC) - LEED Canada-NC and LEED Canada-CI prerequisites or credits required for LEED Project certification. Co-ordinate with Section 01 35 21- LEED Requirements.
Part 1 General
1.1 RELATED REQUIREMENTS
SPEC NOTE: Edit the following paragraphs to list documents or Sections with specific information that the reader might expect to find in this Section, but is specified elsewhere. Do not include Division 00 or Division 01 Sections in this listing.
.1 Section [_____]
1.2 REFERENCE STANDARDS
SPEC NOTE: Edit the following paragraphs for this specific project.
.1 Canadian Standards Association (CSA International)
.1 CAN/CSA A23.1-[04]/A23.2-[04], Concrete Materials and Methods of Concrete Construction/Methods of Test and Standard Practices for Concrete.
1.3 ACTION AND INFORMATIONAL SUBMITTALS
.1 Provide submittals in accordance with Section [01 33 00- Submittal Procedures].
.2 Product Data:
SPEC NOTE: Include requests for relevant data to be furnished by the Contractor, before, during or after construction.
.1 Submit manufacturer's printed product literature, specifications and datasheet and include product characteristics, performance criteria, physical size, finish and limitations.
1.4 QUALITY ASSURANCE
.1 Quality assurance submittals: submit following in accordance with Section [01 45 00- Quality Control].
.2 Regulatory Requirements:
.1 Perform Work to comply with applicable Provincial/Territorial regulations.
.2 Co-ordinate and meet requirements of power supply authority.
.1 Ensure availability of power when required.
SPEC NOTE: Specify which test reports are required and identify material to which they are to apply.
.3 Certificates: submit certificates signed by manufacturer certifying materials comply with specified performance characteristics and physical properties.
SPEC NOTE: When manufacturer's instructions for specific installation requirements are referenced in PART 3, EXECUTION, include the following paragraph.
.4 Manufacturer's Instructions: submit manufacturer's installation instructions and special handling criteria, installation sequence, cleaning procedures and [_____]
1.5 DELIVERY, STORAGE AND HANDLING
.1 Deliver, store and handle materials in accordance with Section [with manufacturer's written instructions] [01 61 00- Common Product Requirements].
.2 Delivery and Acceptance Requirements:
.1 Deliver materials to site in original factory packaging, labelled with manufacturer's name, address.
.3 Packaging Waste Management: remove for reuse [and return] [by manufacturer]of [packaging materials] [crates] [padding] [pallets]in accordance with Section [01 74 21- Construction/Demolition Waste Management and Disposal].
Part 2 Products
SPEC NOTE: Edit the following paragraph to include sustainable requirements related to the construction and verification of this project for attaining environmental performance goals. Choose products and materials with recycled content or resource efficient characteristics whenever possible. Use least toxic and low VOC content sealants, adhesives, sealers and finishes necessary to comply with the requirements of the project.
2.1 SUSTAINABLE REQUIREMENTS
.1 [_____]
2.2 MATERIALS
.1 Underground ducts: rigid type [DB2], size [as indicated].
.2 Rigid steel galvanized conduit and fittings: size as indicated.
.3 Conductors: [copper] [aluminum], type [RWU-90], size and number of conductors [as indicated].
.4 Meter socket: [weatherproof], and approval of supply authority.
.5 Concrete: to CAN/CSA A23.1/A23.2.
.6 Backfill: clean and free of debris.
.7 Pulling Iron:
.1 22 mm diameter hot dipped galvanized steel bar with exposed triangular shaped opening.
Part 3 Execution
3.1 APPLICATION
.1 Manufacturer's Instructions: comply with manufacturer's written recommendations, including product technical bulletins, handling, storage and installation instructions, and datasheets.
3.2 INSTALLATION
.1 Install cables in trenches and in [ducts] [conduit]in accordance with Section [26 05 43.01- Installation of Cables in Trenches and in Ducts].
.2 Allow adequate conductor length for connection to supply by power supply authority.
.3 Install metre socket and conduit.
.4 Allow adequate conductor length for connection to service equipment.
.5 Make grounding connections in accordance with Section [26 05 28- Grounding - Secondary].
.6 Install concrete encased ducts for electrical systems as indicated and in accordance with CAN/CSA A23.1.
.7 Install pulling irons as required.
.8 Seal ducts and conduits at building entrance location after installation of cable.
3.3 FIELD QUALITY CONTROL
.1 Site Tests:
.1 Perform tests in accordance with Section [26 05 00- Common Work Results for Electrical].
.2 Perform additional tests if required by authority having jurisdiction.
.2 Submit written test results to [Departmental Representative] [Consultant] [DCC Representative]for [approval] [review].
3.4 CLEANING
.1 Clean in accordance with Section [01 74 11- Cleaning].
.1 Remove surplus materials, excess materials, rubbish, tools and equipment.
.2 Waste Management: separate waste materials for [recycling] [reuse]in accordance with Section [01 74 21- Construction/Demolition Waste Management and Disposal] [01 35 21- LEED Requirements].
END OF SECTION

