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Part 1 General
1.1 RELATED REQUIREMENTS
SPEC NOTE: Edit the following paragraphs to list documents or Sections with specific information that the reader might expect to find in this Section, but is specified elsewhere. Do not include Division 00 or Division 01 Sections in this listing.
.1 Section [_____]
1.2 REFERENCE STANDARDS
SPEC NOTE: Edit the following paragraphs for the specific project.
.1 Canadian Standards Association (CSA International)
.1 CAN/CSA-C22.2 No. 62-[93(R2003)], Surface Raceway Systems.
1.3 ACTION AND INFORMATIONAL SUBMITTALS
.1 Provide submittals in accordance with Section [01 33 00- Submittal Procedures].
.2 Product Data:
.1 Provide manufacturer's printed product literature, specifications and datasheet and include product characteristics, performance criteria, physical size, finish and limitations.
.3 Quality assurance submittals: provide following in accordance with Section[01 45 00- Quality Control].
.1 Manufacturer's Instructions: provide manufacturer's installation instructions and special handling criteria, installation sequence, cleaning procedures and [_____]
SPEC NOTE: Use following paragraph where more than one type or size of raceway is specified.
.4 Indicate types of raceways with terminology similar to that used in this Section.
1.4 DELIVERY, STORAGE AND HANDLING
.1 Waste Management and Disposal:
.1 Separate waste materials for [reuse] [recycling]in accordance with Section [01 74 21- Construction/Demolition Waste Management and Disposal].
Part 2 Products
SPEC NOTE: Specify colour for raceway system and wiring devices for specific project.
2.1 SURFACE RACEWAY SYSTEM (WIRING PULLED IN)
SPEC NOTE: Surface raceways are also specified in Section 26 27 19- Multi-Outlet Assemblies.
.1 One piece steel, free of sharp edges to CAN/CSA-C22.2 No. 62.
.2 Corners, pull boxes, elbows, tees, two piece assembly to facilitate site wiring.
.3 Finish: [ivory] [grey]enamel.
.4 Switch, receptacle, extension boxes, adapters and fittings required for complete installation.
2.2 SURFACE RACEWAY SYSTEM (WIRING LAID IN)
.1 Two piece steel assembly CAN/CSA-C22.2 No. 62.
.1 Finish: [ivory] [grey]enamel.
.2 Switch, receptacle, extension boxes, adapters and fittings required for complete installation.
2.3 SURFACE FLOOR RACEWAY SYSTEM
.1 Two piece steel assembly manufactured for floor lay-in type raceway to CAN/CSA-C22.2 No. 62.
.2 Finish: [grey] [ivory]enamel.
2.4 CHANNEL RACEWAY
.1 Channel type raceway: to CAN/CSA-C22.2 No. 62, [aluminum] [steel], [solid] [perforated].
2.5 PLASTIC RACEWAY
.1 Plastic raceway: to CAN/CSA-C22.2 No. 62, [reinforced thermosetting plastic] [rigid extruded polyvinyl chloride]with slots on either side of raceway for exit of wiring.
SPEC NOTE: This channel can only be used for low voltage connection wiring or in lieu of harness type wiring in control panels at line voltage.
.2 Channel: with solid snap-on cover throughout entire length.
2.6 LIGHTING FIXTURE RACEWAY
SPEC NOTE: Include lighting fixture Raceway system reference in the Luminaire Schedule.
.1 Fluorescent fixture support system using channel type raceway with snap-on cover.
.2 Channel: minimum [1.6]mm thick.
.3 Clamp hangers with [chain] [rod hangers] [threaded rod].
2.7 FITTINGS
.1 Elbows, tees, supports, connectors couplings and fittings: to CAN/CSA-C22.2 No. 62.
Part 3 Execution
3.1 INSTALLATION
.1 Install raceway systems as indicated and in accordance with manufacturer's instructions.
.2 Install supports, elbows, tees, connectors, fittings, bushings, adaptors as required.
.3 Keep number of elbows, offsets and connections to minimum.
.4 Use wiring with mechanical protection in channel raceways.
.5 Install barriers in raceways for different services where required by code.
.6 Install wiring after installation of raceway system is complete.
END OF SECTION

