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SPEC NOTE: This Section includes general requirements and procedures for compliance with the Canada Green Building Council's (CaGBC) - LEED Canada-NC prerequisites or credits required for LEED Project certification. Co-ordinate with Section 01 35 21- LEED Requirements.
Part 1 General
1.1 RELATED REQUIREMENTS
SPEC NOTE: Edit the following paragraphs to list documents or Sections with specific information that the reader might expect to find in this Section, but is specified elsewhere. Do not include Division 00 or Division 01 Sections in this listing.
.1 Section [_____]
1.2 REFERENCE STANDARDS
SPEC NOTE: Edit the following for the specific project.
.1 Canadian General Standards Board (CGSB)
.1 CAN/CGSB-1.186-[1996], High Performance Glazed Coating System, Interior.
.2 Canada Green Building Council (CaGBC)
.1 LEED Canada-NC Version 1.0-[2004], LEED (Leadership in Energy and Environmental Design): Green Building Rating System Reference Package For New Construction and Major Renovations (including Addendum [2007]).
.2 LEED Canada-CI Version 1.0-[2007], LEED (Leadership in Energy and Environmental Design): Green Building Rating System Reference Guide For Commercial Interiors.
.3 Health Canada/Workplace Hazardous Materials Information System (WHMIS)
.1 Material Safety Data Sheets (MSDS).
.4 South Coast Air Quality Management District (SCAQMD), California State
.1 SCAQMD Rule 1113-[04],  Architectural Coatings.
1.3 ACTION AND INFORMATIONAL SUBMITTALS
.1 Provide submittals in accordance with Section [01 33 00- Submittal Procedures].
SPEC NOTE: When manufacturer's instructions for specific installation requirements are referenced in PART 3 EXECUTION, include the following paragraph.
.2 Manufacturer's Instructions: provide to indicate special handling criteria, installation sequence, cleaning procedures and [_____]
.3 Provide product data in accordance with Section [01 33 00- Submittal Procedures].
.1 Submit WHMIS MSDS - Material Safety Data Sheets in accordance with Section [02 81 01- Hazardous Materials]. WHMIS MSDS acceptable to Labour Canada and Health and Welfare Canada for high build glazed coatings. Indicate VOC content.
.4 Provide samples in accordance with Section [01 33 00-  Submittal Procedures].
.1 Submit duplicate [400 x 200]mm samples of each colour and finish [and decorative effects], coating applied to [gypsum dry-wall wallboard] [porous concrete block] [smooth hardboard].
SPEC NOTE: Co-ordinate the following paragraph with Section 01 35 21- LEED Requirements.
.5 Sustainable Design Submittals:
.1 LEED Canada-[CI Version 1.0] [NC Version 1.0]Submittals: in accordance with [Section 01 35 21- LEED Requirements].
.6 Closeout Submittals:
.1 Provide maintenance data for coatings for incorporation into manual specified in Section [01 78 00- Closeout Submittals].
1.4 QUALITY ASSURANCE
.1 Construct mock-ups in accordance with Section [01 45 00- Quality Control].
.2 Apply coating of each finish [and decorative effect]to [10]m2area of surface to be treated.
.3 Allow [24]hours for inspection of mock-up by [DCC Representative] [Departmental Representative] [Consultant]before proceeding with coating work.
.4 When accepted, mock-up will demonstrate minimum standard for this work. Mock-up may [not]remain as part of finished work.
SPEC NOTE: Edit the following paragraph to include sustainable requirements related to the project
.5 Materials and products in accordance with Section [01 47 15- Sustainable Requirements: Construction].
1.5 DELIVERY, STORAGE AND HANDLING
.1 Deliver, store and handle materials in accordance with Section [01 61 00- Common Product Requirements].
.1 Deliver and store materials in manner to prevent damage.
.2 Ensure materials remain in original wrapping and containers until used.
.2 Waste Management and Disposal:
.1 Separate waste materials for [reuse] [recycling]in accordance with Section [01 74 21- Construction/Demolition Waste Management and Disposal].
1.6 SITE CONDITIONS
.1 Safety:
.1 Comply with requirements of Workplace Hazardous Materials Information System (WHMIS) regarding use, handling, storage, and disposal of materials.
.2 Ensure no open flame heating devices are used.
.3 Discourage occupancy of treated space until volatile materials are no longer being emitted and there is no odour.
.4 Provide adequate respiratory protection to exposed individuals.
.2 Ventilation:
SPEC NOTE: Use the following paragraph to specify ventilation in occupied buildings using permanent system or by other means, as appropriate.
.1 Provide ventilation continuously during and after coating application. Run system [24 hours per day]during application; provide continuous ventilation for [7]days after completion of application.
.2 Ventilate enclosed spaces in accordance with Section [_____]
.3 Temperature:
.1 Do not apply emulsion systems unless uniform minimum 10 degrees C air temperature at installation area for [24]hours prior to and after application.
.2 Maintain minimum temperature [10]degrees C within area of installation until final acceptance of building.
Part 2 Products
2.1 MATERIALS
.1 [_____]
.2 Interior high build glazed coating materials: to CAN/CGSB-1.186 in [_____].[selected by  [Departmental Representative] [Consultant] [DCC Representative]]
SPEC NOTE: Use the following subparagraph for LEED projects, if low-emitting materials are required for LEED Credit EQc4.2.
.1 Maximum VOC limit [100]g/L [to SCAQMD Rule 1113].
.3 Filler coat: [cementitious] [non-cementitious]type.
SPEC NOTE: Use the following subparagraph for LEED projects, if low-emitting materials are required for LEED Credit EQc4.2.
.1 Maximum VOC limit [100]g/L [to SCAQMD Rule 1113] [to GS-11].
.4 Glaze coat: [clear] [pigmented], [high gloss] [semi-gloss] [matte]finish.
SPEC NOTE: Use the following subparagraph for LEED projects, if low-emitting materials are required for LEED Credit EQc4.2.
.1 Maximum VOC limit [100]g/L [to SCAQMD Rule 1113] [to GS-11].
2.2 MIXES
.1 Mix coatings according to manufacturer's instructions.
Part 3 Execution
3.1 MANUFACTURER'S INSTRUCTIONS
.1 Compliance: comply with manufacturer's written recommendations or specifications, including product technical bulletins, handling, storage and installation instructions, and datasheets.
3.2 PREPARATION
.1 Prepare surfaces in accordance with CAN/CGSB-1.186 and coating material manufacturer's instructions.
.2 Mask surrounding surfaces to provide neat, clean juncture lines.
.3 Protect adjacent surfaces and equipment from damage by overspray.
3.3 APPLICATION
.1 Apply coating to produce smooth surface, uniform in sheen, colour and finish, free from marks, dirt, particles, runs, crawls, curling, holes, air pockets and other defects and to achieve smoothness index in accordance with CAN/CGSB-1.186. Total dry film thickness [_____]
.2 Apply filler coats to porous surfaces.
.3 Apply base by [brush] [spray]coat in [one] [two]coats.
SPEC NOTE: Use the following paragraph to specify decorative effects which are applied with intermediate coat.
.4 Apply intermediate coat to provide [spotted] [tone on tone] [embossed spotted] [veiling]decorative effect.
.5 Apply top glaze coat.
3.4 FIELD QUALITY CONTROL
.1 Manufacturer's Field Services:
.1 Provide manufacturer's field services consisting of product use recommendations and periodic site visits for inspection of product installation in accordance with manufacturer's instructions.
3.5 CLEANING
.1 Proceed in accordance with Section [01 74 11- Cleaning].
.1 Clean surfaces to coating manufacturer's printed instructions.
3.6 SCHEDULES
SPEC NOTE: Use the following paragraph to indicate type of coating and their location.
.1 [_____]
END OF SECTION

