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SPEC NOTE SUPPORT: Has been developed with the contribution of the Public Works and Government Services Canada Technical and Peer Review Committee, a national committee of conservation specialists.
SPEC NOTE ENVIRONMENTAL: Specifies environmentally responsible material choices, utilizing the three R's (reduce, reuse and recycle) whenever possible, and providing generally available disposal options. For construction and demolition waste management practices in Federal Government projects refer to PSPC's Sustainable Development Strategy (SDS - 2007-2009), where these requirements have been specifically targeted.
SPEC NOTE: Was renumbered from 06 03 76- HISTORIC STRUCTURES - ANTISEPTIC TREATMENT FOR WOOD to meet the recommendations of the MasterFormat 2016 classification system.
SPEC NOTE: Wood Preservatives and other Pesticides are registered by Health Canada as part of the Pest Control Products Act. Ensure that the product specified is approved for the use intended. Ensure that the safe use and disposal of wood preservatives complies with all Federal, Provincial and Municipal regulations, particularly the Canadian Environmental Assessment Act (CEAA), the Canadian Environmental Protection Act, and the Pest Control Products Act. Call provincial Environment or Agriculture departments, or the Pest Management Regulatory Agency (PMRA), Health Canada. For information and procedures on pest control products, call the Pest Management Information Service at 1-800-267-6315. Ensure that the use and disposal of wood preservatives complies with all departmental regulations, particularly the Environmental Assessment Review Process.
SPEC NOTE: Includes general requirements and procedures for compliance with the Canada Green Building Council's (CaGBC) - LEED Canada prerequisites or credits required for LEED Project certification. Co-ordinate with Section01 35 21- LEED Requirements.
Part 1 General
1.1 RELATED REQUIREMENTS
SPEC NOTE: Edit the following paragraphs to list documents or Sections with specific information that the reader might expect to find in this Section, but is specified elsewhere. Do not include Division 00 or Division 01 Sections in this listing.
.1 Section [_____]
1.2 REFERENCE STANDARDS
SPEC NOTE: Edit the following paragraphs for this specific project.
.1 Canada Green Building Council (CaGBC)
.1 LEED Canada-NC Version 1.0-[2004], LEED (Leadership in Energy and Environmental Design): Green Building Rating System Reference Package For New Construction and Major Renovations (including Addendum [2007]).
.2 LEED Canada-CI Version 1.0-[2007], LEED (Leadership in Energy and Environmental Design):  Green Building Rating System Reference Guide For Commercial Interiors.
.3 LEED Canada 2009 for Design and Construction-[2010], LEED Canada 2009 for Design and Construction Leadership in Energy and Environmental Design Green Building Rating System Reference Guide.
.4 LEED Canada for Existing Buildings, Operations and Maintenance-[2009], LEED Canada 2009 Leadership In Energy and Environmental Design Green Building Rating System Reference Guide.
.2 Department of Justice Canada
.1 Canadian Environmental Assessment Act (S.C. 1992, c37).
.2 Pest Control Products Act (S.C. 2002, c28).
.3 South Coast Air Quality Management District (SCAQMD), California State
.1 SCAQMD Rule 1113-[A2011], Architectural Coatings.
1.3 ACTION AND INFORMATIONAL SUBMITTALS
.1 Submit in accordance with Section [01 33 00- Submittal Procedures].
SPEC NOTE: Include requests for relevant data to be furnished by the Contractor, before, during or after construction.
.2 Product Data:
.1 Submit manufacturer's instructions, printed product literature and data sheets for [antiseptic treatment of wood]and include product characteristics, performance criteria, physical size, finish and limitations.
.2 Submit purchase orders, invoices and related documents.
.3 Submit [two]copies of WHMIS MSDS in accordance with Section [01 35 29.06- Health and Safety Requirements] [01 35 43- Environmental Procedures].
SPEC NOTE: Co-ordinate the following paragraph with Section 01 35 21- LEED Requirements.
.3 Sustainable Design Submittals:
.1 LEED Canada submittals:  in accordance with [Section 01 35 21- LEED Requirements].
.2 Construction Waste Management:
.1 Submit project [Waste Management Plan] [Waste Reduction Workplan]highlighting recycling and salvage requirements.
.2 Submit calculations on end-of-project recycling rates, salvage rates, and landfill rates demonstrating that [50] [75]% of construction wastes were recycled or salvaged.
.3 Low-Emitting Materials:
.1 Submit listing of [paints andcoatings]used in building, showing compliance with VOC and chemical component limits or restriction requirements.
1.4 QUALITY ASSURANCE
.1 Regulatory Requirements:
SPEC NOTE: Use the following paragraph for projects which involve the Federal Government or a Federal Agency.
.1 Adhere to Code of Good Practice for Management of Hazardous and Toxic Wastes at Federal Establishments.
.2 Adhere to Canadian Environmental Assessment Act.
.3 Follow directives of Parks Canada's Management Directive 2.4.1 for the application of pesticides.
.4 Follow directives of Parks Canada's Management Directive 2.4.2 for the application of wood preservatives.
.5 Follow directives of Canada Mortgage and Housing Corporation's Toxic Mould Cleanup Procedures for fungal attack.
1.5 DELIVERY, STORAGE AND HANDLING
.1 Deliver, store and handle materials in accordance with Section [with manufacturer's written instructions] [01 61 00- Common Product Requirements].
.2 Delivery and Acceptance Requirements: deliver materials to site in original factory packaging, labelled with manufacturer's name and address.
.3 Storage and Handling Requirements:
.1 Store materials [off ground] [in dry location] [indoors]and in accordance with manufacturer's recommendations in clean, dry, well-ventilated area.
.2 Store and protect [wood preservatives]from [nicks, scratches, and blemishes].
.3 Replace defective or damaged materials with new.
.4 Store and handle wood preservatives in accordance with [provincial work and safety regulations].
SPEC NOTE: Co-ordinate the following paragraph with Section 01 35 21- LEED Requirements.
.4 Develop [Construction Waste Management Plan] [Waste Reduction Workplan]related to Work of this Section and in accordance with Section [01 35 21- LEED Requirements].
.1 Do not burn waste at project site.
.5 Packaging Waste Management:  remove for reuse [by manufacturer] [and return]of [packaging materials] [crates,] [pallets,] [padding,]as specified in [Construction Waste Management Plan] [Waste Reduction Workplan]in accordance with Section [01 74 21- Construction/Demolition Waste Management and Disposal] [Section 01 35 21- LEED Requirements].
Part 2 Products
SPEC NOTE: Zinc naphthenate and phenol (also known as carbolic acid) are most common antiseptic washes. Orthophenylphenol has been used on some projects with success and should be specified to fill holes. Zinc naphthenate and "ortho" are least toxic to mammals, do not change colour of wood, least permanent, and are suitable for use on mild fungi and insect problems. Sodium fluoride is very toxic. It will destroy wood if not mixed correctly, and should only be used when attack is very heavy. Only zinc naphthenate is permitted under Pesticides Control Act.
2.1 MATERIALS
SPEC NOTE: These chemicals are toxic and may or may not be approved for such use depending on the authority having jurisdiction.
.1 Use only wood preservatives approved under the [Parks Canada's Management Directive 2.4.2] [Canadian Environmental Assessment Act] [Pest Control Products Act of Health Canada] [Parks Canada's Management Directive 2.4.1].
SPEC NOTE: Co-ordinate the following paragraph with Section 01 35 21- LEED Requirements.
.2 Coatings: VOC limit [250]g/L maximum to [SCAQMD Rule 1113].
.3 Antiseptic solutions:
.1 Sodium fluoride and water: 100 g of sodium fluoride in 5 L of water giving a 2% solution.
SPEC NOTE: Zinc naphthenate solutions are readily available in 3% concentrations at paint and hardware outlets.
.2 Zinc naphthenate: 3% solution with mineral spirits.
SPEC NOTE: Phenol (also known as carbolic acid) can destroy wood if not mixed correctly.
.3 Phenol and water: 100 g crystalline phenol dissolved in 5 L hot water giving a 2% solution.
SPEC NOTE: Specify Orthophenylphenol (OPP, or 2-phehylphenol) with cobalt (II) naphthenate in methyl-hydrate (methanol, or wood alcohol) for normal treatment of unfinished surfaces. Use sodium orthophenylphenate (SOPP, or sodium salt) in water for treatment of finished surfaces. Methyl-hydrate solvent will dissolve or soften some paints or varnishes. These products are not permitted under Pesticides Control Act.
.4 [Sodium orthophenylphenate] [Orthophenylphenol] [water] [methyl-hydrate]: dissolve 350 g of [Orthophenylphenol] [sodium orthophenylphenate]and [250 g of 5% cobalt naphthenate]in 5 L [water] [methyl-hydrate]giving a 7% solution.
SPEC NOTE: Borax does not penetrate side grain effectively and has only a temporary effect lasting approximately 6 months.
.5 Borax paste in treated paper backing.
.6 Boron rods inserted into pre-drilled holes.
.7 Plugs: [wood] [neoprene] [plastic].
.4 Produce mixes in accordance with manufacturer's written instructions.
Part 3 Execution
3.1 SITE VERIFICATION OF CONDITIONS
SPEC NOTE: If any evidence of fungus or mould is discovered, stop the work immediately and call in an expert to take samples for analysis and verification. Reference material and guidelines on mould and toxic mould cleanup are: Canada Mortgage and Housing Corporation (CMHC) publications available through Canadian Housing Information Centre (CHIC) Library, tel. 1-800-668-2642; "Fungal Contamination in Public Buildings - A Guide to Recognition and Management", (includes a glossary of terms) Environmental Health Directorate, Health Canada, Tunney's Pasture, Ottawa, Ontario, tel. 1-866-225-0709; and, the "Guidelines on Assessment and Remediation of Fungi in Indoor Environments" (2008), New York City Department of Health and Mental Hygiene, (http://www.nyc.gov/html/doh/html/epi/moldrpt1.shtml).
.1 Report immediately to [Consultant] [Departmental Representative] [DCC Representative]problems related to safe execution of work and unsatisfactory conditions before beginning work.
.2 Report to [Departmental Representative] [Consultant] [DCC Representative]conditions of damp wood found during execution of contract.
.3 Stop work in that area and report to [Consultant] [Departmental Representative] [DCC Representative]immediately evidence of deficiencies or insect and fungal attack which may affect the [durability] [scope of the Work]of the finished product.
3.2 PREPARATION
.1 Protection of in-place conditions:
.1 Protect [wall papered] [varnished] [painted]surfaces from contact with preservative during application and for [3]days afterward.
.2 Provide a tough plastic tray 1/2 filled with specified preservative in which workers leaving Work area can rinse their rubber boots to prevent spread of decay fungi to other parts of building.
.3 Conduct treatment in [designated]area [Departmental Representative] [DCC Representative] [approved by] [Consultant].
3.3 APPLICATION
.1 Follow manufacturer's application requirements. Ensure safety of application.
SPEC NOTE: A compressed air sprayer with an adjustable nozzle could allow for spot applications and a 1.5 metre radius spray.
.2 Liquid treatments:
.1 Apply mixture by [compressed air sprayer] [with adjustable nozzle] [pump tank sprayer] [watering can with rose head] [brush].
SPEC NOTE: Use following paragraph with sodium fluoride or phenol (also known as carbolic acid).
.2 Apply [1]coat of mixture freely to exposed wood surfaces and allow to dry.
SPEC NOTE: Use following paragraph with zinc naphthenate.
.3 Apply [2]coats of mixture to exposed wood surfaces allowing one hour drying time between coats.
SPEC NOTE: On some projects treatment of wood in concealed or inaccessible places is necessary, for example inside cavity walls, behind wainscotting, under floors or even backside of painted surfaces. When required, section must specify the specific procedures to be used emphasizing care to be taken in handling, removing, or drilling of historic material or surfaces.
.4 [_____]
.3 Dry treatments:
SPEC NOTE: Use either one of the two following paragraphs.
.1 Apply Borax-based paste and wrap with treated paper as directed by [Consultant] [DCC Representative] [Departmental Representative].
.2 Drill holes of required diameter and 6 mm longer than rods plus plugs, insert rods, seal holes in place with plugs.
3.4 CLEANING
.1 Progress Cleaning:  clean in accordance with Section [01 74 11- Cleaning].
.1 Leave Work area clean at end of each day.
.2 Final Cleaning:  upon completion remove surplus materials, rubbish, tools and equipment in accordance with Section [01 74 11- Cleaning].
.3 Waste Management:  separate waste materials for [reuse] [recycling]in accordance with Section [01 35 21- LEED Requirements] [01 74 21- Construction/Demolition Waste Management and Disposal].
.1 Remove recycling containers and bins from site and dispose of materials at appropriate facility.
.2 Dispose of waste legally off-site, at a designated disposal site or facility in accordance with governing regulations.
END OF SECTION

