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SPEC NOTE DESCRIPTION: This Section specifies aircraft static grounding including grounding receptacles, rods and wire and their installation. This Section also, specifies aircraft static grounding for DND airports only. Civil aviation airports do not use aircraft static grounding.
SPEC NOTE SUPPORT: The National Research Council wishes to thank the following organizations for their revision input and technical update on this Section: the Canadian Airport Electrical Association (C.A.E.A), Transport Canada / Airspace Standards and Procedures, Public Services and Procurement Canada (PSPC) / Ontario Region / Real Property Services / Professional and Technical Programs / A&amp;E Resources - Electrical.
SPEC NOTE: Catalogue numbers listed in this specification are not intended for use in ordering equipment. Consult manufacturer's literature for complete ordering information, especially for equipment which has optional features.
Part 1 General
1.1 RELATED REQUIREMENTS
SPEC NOTE: Limit section listings to only those sections containing specific information that would directly affect the work of this section. Do not include Division 01 sections in this listing.
.1 Section [_____]
1.2 ACTION AND INFORMATIONAL SUBMITTALS
.1 Submittals in accordance with Section [01 33 00- Submittal Procedures].
.2 Instructions: submit manufacturer's installation instructions.
1.3 DELIVERY, STORAGE, AND HANDLING
.1 Deliver, store and handle materials in accordance with Section [with manufacturer's written instructions] [01 61 00- Common Product Requirements].
.2 Delivery and acceptance requirements: deliver materials to site in original factory packaging, labelled with manufacturer's name and address.
.3 Storage and handling requirements:
.1 Store materials [indoors] [in dry location] [off ground]and in accordance with manufacturer's recommendations in clean, dry, well-ventilated area.
.2 Store and protect [airfield lighting]from [nicks, scratches, and blemishes].
.3 Replace defective or damaged materials with new.
.4 Develop [Construction Waste Management Plan] [Waste Reduction Work Plan]related to Work of this Section and in accordance with Section [01 35 21- LEED Requirements].
.5 Packaging waste management: remove for reuse [and return] [pallets,] [padding,] [packaging materials] [by manufacturer] [crates,]as specified in [Construction Waste Management Plan] [Waste Reduction Work plan]in accordance with Section [01 74 21 - Construction/Demolition Waste Management and Disposal] [Section 01 35 21 - LEED Requirements].
Part 2 Products
2.1 GROUNDING RECEPTACLE
.1 Type: [_____]
2.2 GROUND ROD
.1 19 mm diameter by 3000 mm long copper clad.
2.3 GROUND WIRE
.1 Stranded bare copper 1/0 AWG size.
Part 3 Execution
3.1 MANUFACTURER'S INSTRUCTIONS
.1 Compliance: comply with manufacturer's written data, including product technical bulletins, product catalogue, installation instructions, product carton installation instructions, and data sheets.
3.2 INSTALLATION
SPEC NOTE: Refer to standard drawings No. 0000H218POO1 and No. 0000H218POO2. Individual ground rods are not bonded together.
.1 Install in accordance with manufacturer's instruction in locations as indicated.
3.3 CLEANING
.1 Upon completion and verification of performance of installation, remove surplus materials, excess materials, rubbish, tools and equipment.
END OF SECTION

