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SPEC NOTE DESCRIPTION: This Section specifies photoelectric lighting control equipment for exterior use only.
SPEC NOTE: This Section includes general requirements and procedures for compliance with the Canada Green Building Council's (CaGBC) - LEED Canada-NC and LEED Canada-CI prerequisites or credits required for LEED Project certification. Co-ordinate with Section 01 35 21- LEED Requirements.
Part 1 General
1.1 RELATED REQUIREMENTS
SPEC NOTE: Edit the following paragraphs to list documents or Sections with specific information that the reader might expect to find in this Section, but is specified elsewhere. Do not include Division 00 or Division 01 Sections in this listing.
.1 Section [_____]
1.2 REFERENCE STANDARDS
SPEC NOTE: Edit the following paragraphs for this specific project.
.1 Canada Green Building Council (CaGBC)
.1 LEED Canada-NC Version 1.0-[2004], LEED (Leadership in Energy and Environmental Design): Green Building Rating System Reference Package For New Construction and Major Renovations (including Addendum [2007]).
.2 LEED Canada-CI Version 1.0-[2007], LEED (Leadership in Energy and Environmental Design): Green Building Rating System Reference Guide For Commercial Interiors.
.2 CSA International
.1 CSA C22.1-[09], Canadian Electrical Code, Part 1 (21st Edition), Safety Standard for Electrical Installations.
1.3 ACTION AND INFORMATIONAL SUBMITTALS
.1 Submit in accordance with Section [01 33 00- Submittal Procedures].
SPEC NOTE: Include requests for relevant data to be furnished by the Contractor, before, during or after construction.
.2 Product Data:
.1 Submit manufacturer's instructions, printed product literature and data sheets for [photoelectric devices]and include product characteristics, performance criteria, physical size, finish and limitations.
.3 Samples:
.1 Submit [1]sample of each component proposed for inclusion into system.
.2 Components will be returned for incorporation into work.
SPEC NOTE: Co-ordinate the following paragraph with Section 01 35 21- LEED Requirements.
.4 Sustainable Design Submittals:
.1 LEED Canada-[CI Version 1.0] [NC Version 1.0]Submittals: in accordance with [Section 01 35 21- LEED Requirements].
SPEC NOTE: Edit the following paragraphs to specify certification of compliance for specific LEED requirements in one or many of the following LEED categories: Sustainable Sites, Water Efficiency, Energy and Atmosphere, Materials and Resources and Indoor Environmental Quality.
.2 Construction Waste Management:
.1 Submit project [Waste Reduction Workplan] [Waste Management Plan]highlighting recycling and salvage requirements.
.2 Submit calculations on end-of-project recycling rates, salvage rates, and landfill rates demonstrating that [75] [50]% of construction wastes were recycled or salvaged.
1.4 DELIVERY, STORAGE AND HANDLING
.1 Deliver, store and handle materials in accordance with Section [01 61 00- Common Product Requirements] [with manufacturer's written instructions].
.2 Delivery and Acceptance Requirements: deliver materials to site in original factory packaging, labelled with manufacturer's name and address.
.3 Storage and Handling Requirements:
.1 Store materials [off ground] [in dry location] [indoors]and in accordance with manufacturer's recommendations in clean, dry, well-ventilated area.
.2 Store and protect [photoelectric devices]from [nicks, scratches, and blemishes].
.3 Protect metal accessories and trim from being bent or damaged.
.4 Replace defective or damaged materials with new.
SPEC NOTE: Co-ordinate the following paragraph with Section 01 35 21- LEED Requirements. Use the following paragraph to ensure Construction Waste Management Plan or Waste Reduction Workplan is specified and include in article titled ACTION AND INFORMATIONAL SUBMITTALS. This may contribute towards LEED Credits as follows: Materials and Resources Credit MRc2 Construction Waste Management, either MRc2.1: Divert 50% from Landfill, or MRc2.2: Divert 75% from Landfill.
.4 Develop [Construction Waste Management Plan] [Waste Reduction Workplan]related to Work of this Section and in accordance with Section [01 35 21- LEED Requirements].
.5 Packaging Waste Management: remove for reuse [by manufacturer] [and return]of [packaging materials] [padding,] [pallets,] [crates,]as specified in [Waste Reduction Workplan] [Construction Waste Management Plan]in accordance with Section [Section 01 35 21- LEED Requirements] [01 74 21- Construction/Demolition Waste Management and Disposal].
Part 2 Products
SPEC NOTE: The quality of lighting control can be improved by; using a mixed approach to lighting control; providing a manual switching to users; providing separate switching in daylight zones; using a controlled stepped lighting strategy; using photocell controlled dimming ballasts in response to daylight; scheduling each area with override; and, specifying time switches and other systems.
2.1 PHOTOELECTRIC LIGHTING CONTROL
.1 Photoelectric Lighting Controls: to CSA C22.1.
.1 [Luminaire] [Cabinet] [Wall]mounting.
.2 Capable of switching [1000] [1800]W of lighting at [_____]
.3 Voltage variation: plus or minus 10%.
.4 Temperature range: [minus 40]degrees C to [plus 40]degrees C.
.5 Switching on lights at [_____]
.6 Switching off lights at [_____]
.7 Rated for [5000]operations.
.8 Options:
.1 Lightning arrester.
.2 Fail-safe circuit completed when relay de-energized.
.3 Twist-lock type receptacle.
.4 Terminal strip.
.5 Sensitivity adjustment.
.9 Switching time delay of [30]s.
.10 Wall mounting bracket.
.11 Colour coded leads: size [10]AWG, 460 mm long.
2.2 CONTACTOR
.1 Contactor: to CSA C22.1.
.1 [Pole] [Cabinet]mounting.
.2 Capable of switching multiple lamp circuits with total lighting load of [6000]W.
.3 Waterproof enclosure.
.4 Manual override.
Part 3 Execution
3.1 EXAMINATION
.1 Verification of Conditions: verify conditions of substrates previously installed under other Sections or Contracts are acceptable for lighting control device installation in accordance with manufacturer's written instructions.
.1 Visually inspect substrate in presence of [Departmental Representative] [DCC Representative] [Consultant].
.2 Inform [Departmental Representative] [Consultant] [DCC Representative]of unacceptable conditions immediately upon discovery.
.3 Proceed with installation only after unacceptable conditions have been remedied [and after receipt of written approval to proceed from  [Departmental Representative] [DCC Representative] [Consultant]].
3.2 INSTALLATION
SPEC NOTE: Installation will normally be included with the installation of fixtures to be controlled.
.1 Install photoelectric controls in accordance with manufacturer's written instructions and to CSA C22.1.
3.3 CLEANING
.1 Progress Cleaning: clean in accordance with Section [01 74 11- Cleaning].
.1 Leave Work area clean at end of each day.
.2 Final Cleaning: upon completion remove surplus materials, rubbish, tools and equipment in accordance with Section [01 74 11- Cleaning].
.3 Waste Management: separate waste materials for [reuse] [recycling]in accordance with Section [01 74 21- Construction/Demolition Waste Management and Disposal] [01 35 21- LEED Requirements].
.1 Remove recycling containers and bins from site and dispose of materials at appropriate facility.
3.4 PROTECTION
.1 Protect installed products and components from damage during construction.
.2 Repair damage to adjacent materials caused by lighting control devices installation.
END OF SECTION

