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SPEC NOTE DESCRIPTION: This Section includes administrative requirements for references to codes and discovery of hazardous materials including asbestos, PCB's and mould, and their remediation.
SPEC NOTE: This Section is written to compliment the Federal Government's General Conditions 'C' as well as the Canadian Construction Documents Committee (CCDC), document CCDC 2. Some modifications may be required if other forms of contract are used as the basis for the Construction Agreement.
SPEC NOTE: This Section 01 41 00has been renumbered to meet the recommendations of the MasterFormat 2004 classification system. Prior to January 2005, this NMS section was numbered Section 01410 - Regulatory Requirements in accordance with MasterFormat 1995.
Part 1 General
1.1 RELATED REQUIREMENTS
SPEC NOTE: Edit the following paragraphs to list documents or Sections with specific information that the reader might expect to find in this Section, but is specified elsewhere. Do not include Division 00 or Division 01 Sections in this listing.
.1 Section [_____]
1.2 REFERENCES AND CODES
.1 Perform Work in accordance with National Building Code of Canada (NBC) including amendments up to tender closing date and other codes of provincial or local application provided that in case of conflict or discrepancy, more stringent requirements apply.
.2 Meet or exceed requirements of:
.1 Contract documents.
.2 Specified standards, codes and referenced documents.
1.3 HAZARDOUS MATERIAL DISCOVERY
SPEC NOTE: Demolition of spray or trowel-applied asbestos is hazardous to health of workers and public unless properly handled and remediated. Before preparing specifications for demolition work, examine building for presence of spray or trowel-applied asbestos. Identify types and extent.
.1 Asbestos: demolition of spray or trowel-applied asbestos is hazardous to health. Stop work immediately when material resembling spray or trowel-applied asbestos is encountered during demolition work. Notify [DCC Representative] [Consultant] [Departmental Representative]. Refer to Section [02 82 00.02- Asbestos Abatement - Intermediate Precautions] [02 82 00.01- Asbestos Abatement - Minimum Precautions] [02 82 00.03- Asbestos Abatement - Maximum Precautions].
SPEC NOTE: Encountering Polychlorinated Biphenyl during demolition work can be hazardous to health of workers and public unless properly handled and remediated. Before preparing specifications for demolition work, examine building for presence and sources of Polychlorinated Biphenyl. Identify types and extent.
.2 PCB: Polychlorinated Biphenyl: stop work immediately when material resembling Polychlorinated Biphenyl is encountered during demolition work. Notify [DCC Representative] [Consultant] [Departmental Representative]. Refer to Section [02 84 00- Polychlorinate Biphenyl Remediation].
SPEC NOTE: Encountering mould during demolition work can be hazardous to health of workers and public unless properly handled and remediated. Before preparing specifications for demolition work, examine building for presence and sources of mould. Identify types and extent.
.3 Mould: stop work immediately when material resembling mould is encountered during demolition work. Notify [Consultant] [Departmental Representative] [DCC Representative]. Refer to Section [02 85 00.01- Mould Remediation - Minimum Precautions] [02 85 00.03- Mould Remediation - Maximum Precautions] [02 85 00.02Mould Remediation - Intermediate Precautions - Intermediate Precautions].
1.4 BUILDING SMOKING ENVIRONMENT
.1 Comply with smoking restrictions and municipal by-laws.
1.5 NATIONAL PARKS ACT
SPEC NOTE: Use this paragraph for Federal Government projects.
.1 Perform Work in accordance with National Parks Act when projects are located within boundaries of National Park.
Part 2 Products
2.1 NOT USED
.1 Not Used.
Part 3 Execution
3.1 NOT USED
.1 Not Used.
END OF SECTION

