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SPEC NOTE DESCRIPTION: This Section specifies requirements for supplying and installing painted timber guide posts, or supplying and installing solid plastic guide posts.
SPEC NOTE SUPPORT: The National Master Specification (NMS) Secretariat wishes to thank the following organizations for their revision input and technical update on this Section: the Canadian Nursery Landscape Association (CNLA) and the Canadian Society of Landscape Architects (CSLA).
SPEC NOTE: This Section specifies environmentally responsible material choices, utilizing the three R's (reduce, reuse and recycle) whenever possible, and providing generally available disposal options. For construction and demolition waste management practices in Federal Government projects refer to PSPC's Sustainable Development Strategy (SDS - 2007-2009), where these requirements have been specifically targeted.
SPEC NOTE: This Section includes general requirements and procedures for compliance with the Canada Green Building Council's (CaGBC) - LEED Canada-NC prerequisites or credits required for LEED Project certification. Co-ordinate with Section 01 35 21- LEED Requirements.
Part 1 General
1.1 RELATED REQUIREMENTS
SPEC NOTE: Edit the following paragraphs to list documents or Sections with specific information that the reader might expect to find in this Section, but is specified elsewhere. Do not include Division 00 or Division 01 Sections in this listing.
.1 Section [_____]
SPEC NOTE: Delete if fixed price contract.
1.2 MEASUREMENT AND PAYMENT
.1 Measure [supply], [painting] [installation]of [plastic] [timber]posts on number of individual posts.
1.3 REFERENCE STANDARDS
SPEC NOTE: Edit the following paragraphs for this specific project.
.1 Canada Green Building Council (CaGBC)
.1 LEED Canada-NC Version 1.0-[2004], LEED (Leadership in Energy and Environmental Design): Green Building Rating System Reference Package For New Construction and Major Renovations (including Addendum [2007]).
.2 CSA International
.1 CAN3-O56-[M79(R2006)], Round Wood Piles (Metric Version).
.2 CAN/CSA O80 Series-[08], Wood Preservation.
.3 Forest Stewardship Council (FSC)
.1 FSC-STD-01-001-[2004], FSC Principle and Criteria for Forest Stewardship.
.2 FSC-STD-20-002-[2004], Structure and Content of Forest Stewardship Standards V2-1.
.3 FSC Accredited Certified Bodies.
.4 Master Painters Institute (MPI)
.1 Architectural Painting Specification Manual - [current edition].
.5 U.S. Environmental Protection Agency (EPA) / Office of Water
.1 EPA 832/R-92-005, Storm Water Management for Construction Activities: Developing Pollution Prevention Plans and Best Management Practices.
1.4 ACTION AND INFORMATIONAL SUBMITTALS
.1 Submit in accordance with Section [01 33 00- Submittal Procedures].
SPEC NOTE: Include requests for relevant data to be furnished by the Contractor, before, during or after construction.
.2 Product Data:
.1 Submit manufacturer's instructions, printed product literature and data sheets for [guide posts and paint]and include product characteristics, performance criteria, physical size, finish and limitations.
.3 Shop Drawings:
.1 Submit drawings stamped and signed by professional engineer registered or licensed in [Territory] [Province], Canada.
.4 Samples:
.1 Notify [Consultant] [Departmental Representative] [DCC Representative]at least [4]weeks prior to commencing Work of proposed source of guide posts and provide access for inspection.
SPEC NOTE: Delete if Departmental Representative, DCC Representative, Consultant or Owner is to supply or if testing prior to use is not required.
.2 Submit to [Departmental Representative] [DCC Representative] [Consultant]at least [4]weeks prior to commencing Work samples of following materials proposed for use:
.1 One [1]L container of each type of paint.
SPEC NOTE: Co-ordinate the following paragraph with Section 01 35 21- LEED Requirements.
.5 Sustainable Design Submittals:
.1 LEED Canada-[NC Version 1.0]Submittals: in accordance with [Section 01 35 21- LEED Requirements].
SPEC NOTE: Edit the following paragraphs to specify certification of compliance for specific LEED requirements in one or many of the following LEED categories: Sustainable Sites, Water Efficiency, Energy and Atmosphere, Materials and Resources and Indoor Environmental Quality.
.2 Erosion and Sedimentation Control: submit copy of erosion and sedimentation control plan in accordance with [EPA 832/R-92-2005] [Section 01 35 21- LEED Requirements] [authorities having jurisdiction].
.3 Construction Waste Management:
.1 Submit project [Waste Management Plan] [Waste Reduction Workplan]highlighting recycling and salvage requirements.
.2 Submit calculations on end-of-project recycling rates, salvage rates, and landfill rates demonstrating that [50] [75]% of construction wastes were recycled or salvaged.
.4 Recycled Content:
.1 Submit listing of recycled content products used, including details of required percentages or recycled content materials and products, showing their costs and percentages of [post-industrial] [post-consumer]content, and total cost of materials for project.
.5 Regional Materials: submit evidence that project incorporates required percentage [10] [20]% of regional materials and products, showing their cost, distance from project to furthest site of extraction or manufacture, and total cost of materials for project.
SPEC NOTE: Co-ordinate the following paragraph with Section 01 35 21- LEED Requirements. Use the following paragraph when lumber and other wood products made from FSC certified wood are required for LEED Credit MRc7, which requires that a minimum of 50% of wood-based materials be certified.
SPEC NOTE: An alternative method of meeting LEED Credit MRc7 is to include a requirement in Section 01 35 21- LEED Requirements, which gives Contractor option and responsibility for determining how LEED Credit MRc7 will be met.
.6 Wood Certification: submit [manufacturer's] [vendor's]Chain-of-Custody Certificate number for FSC certified wood.
1.5 QUALITY ASSURANCE
.1 Sustainable Standards Certification:
SPEC NOTE: Co-ordinate the following paragraph with Section 01 35 21- LEED Requirements. Use the following paragraph when lumber and other wood products made from FSC certified wood are required for LEED Credit MRc7, which requires that a minimum of 50% of wood-based materials be certified.
SPEC NOTE: An alternative method of meeting LEED Credit MRc7 is to include a requirement in Section 01 35 21- LEED Requirements, which gives Contractor option and responsibility for determining how LEED Credit MRc7 will be met.
.1 Certified Wood: submit listing of wood products and materials used in accordance with [FSC-STD-01-001].
1.6 DELIVERY, STORAGE AND HANDLING
.1 Deliver, store and handle materials in accordance with Section [with manufacturer's written instructions] [01 61 00- Common Product Requirements].
.2 Delivery and Acceptance Requirements: deliver materials to site in original factory packaging, labelled with manufacturer's name and address.
.3 Storage and Handling Requirements:
.1 Store materials [indoors] [off ground] [in dry location]and in accordance with manufacturer's recommendations in clean, dry, well-ventilated area.
.2 Store and protect [guide posts]from [nicks, scratches, and blemishes].
.3 Replace defective or damaged materials with new.
.4 Stockpile guide posts [as directed by  [Departmental Representative] [Consultant] [DCC Representative]].
.5 Stockpile guide posts at following location[s]:
.1 [_____]
SPEC NOTE: Co-ordinate the following paragraph with Section 01 35 21- LEED Requirements. Use the following paragraph to ensure Construction Waste Management Plan or Waste Reduction Workplan is specified and include in article titled ACTION AND INFORMATIONAL SUBMITTALS. This may contribute towards LEED Credits as follows: Materials and Resources Credit MRc2 Construction Waste Management, either MRc2.1: Divert 50% from Landfill, or MRc2.2: Divert 75% from Landfill.
.4 Develop [Waste Reduction Workplan] [Construction Waste Management Plan]related to Work of this Section and in accordance with Section [01 35 21- LEED Requirements].
.5 Packaging Waste Management: remove for reuse [and return] [by manufacturer]of [padding,] [pallets,] [crates,] [packaging materials]as specified in [Construction Waste Management Plan] [Waste Reduction Workplan]in accordance with Section [01 74 21- Construction/Demolition Waste Management and Disposal] [Section 01 35 21- LEED Requirements].
Part 2 Products
2.1 MATERIALS
.1 Timber posts:
SPEC NOTE: Use one of the following two paragraphs.
.1 Round timber posts: to [CAN3-O56].
.1 Species: [cedar].
.2 Type: [pressure treated].
.3 Sound, seasoned wood, [peeled and]with ends cut square or as indicated.
.4 Dimensions: [as indicated] [150-175 mm top diameter x 2500 mm. Butt diameter to be larger than top diameter].
.5 Straight, free from loose or unsound knots, short crooks, reverse sweep, shakes, rot, and season checks that exceed 6.0 mm in width. Defects shall be as defined in [CAN3-O56].
.6 Trim existing knots flush with surface.
SPEC NOTE: Co-ordinate the following paragraph with Section 01 35 21- LEED Requirements. Use the following paragraph to specify certified wood required for LEED Materials and Resources Credit MRc7 - Certified Wood, where wood products used comply with FSC certification requirements.
.7 FSC certified.
.2 Sawn timber posts:
.1 Species: [_____]
.2 Type: [pressure treated].
.3 Grade: [_____]
.4 Dimensions: [as indicated] [100 x 100 x 2500 mm].
SPEC NOTE: Co-ordinate the following paragraph with Section 01 35 21- LEED Requirements. Use the following paragraph to specify certified wood required for LEED Materials and Resources Credit MRc7 - Certified Wood, where wood products used comply with FSC certification requirements.
.5 FSC certified.
SPEC NOTE: Delete the following paragraph when treated posts are not required.
.3 Treat posts to [CSA-O80]Series.
.4 Paint: to [MPI EXT 6.2C], [type [_____] ], [colour [_____] ].
.2 Plastic posts:
.1 Extruded, round, solid posts made from recycled plastics.
SPEC NOTE: Co-ordinate the following paragraph with Section 01 35 21- LEED Requirements. Use the following paragraph to specify recycled content materials required for LEED Materials and Resources Credit - Recycled Content MRc4.1 or MRc4.2, where recycled content of the total building materials must equal 7.5% (Post-Consumer + ½ Post-Industrial) or, 15% (Post-Consumer + ½ Post-Industrial) respectively.
.1 Recycled content: [Post-consumer [_____] %] [Post-Industrial: [_____] %]minimum in accordance with Section [01 35 21- LEED Requirements].
.2 Diameter: [150]mm.
.3 Length: [_____]
.4 Colour: [_____]
Part 3 Execution
3.1 PREPARATION
SPEC NOTE: Co-ordinate the following paragraph with Section 01 35 21- LEED Requirements. Delete the following article if erosion and sedimentation control measures are included in either Section 01 51 00- Temporary Utilities or Section 01 52 00- Construction Facilities.
.1 Temporary Erosion and Sedimentation Control:
SPEC NOTE: In the following paragraph select the second option if sediment and erosion control plan is included in the Contract documents or select the third option if Contractor is required to provide sediment and erosion control plan to comply with LEED Prerequisite SS 1.
.1 Provide temporary erosion and sedimentation control measures to prevent soil erosion and discharge of soil-bearing water runoff or airborne dust to adjacent properties and walkways, according to [sediment and erosion control plan, specific to site, that complies with EPA 832/R-92-005 or requirements of authorities having jurisdiction, whichever is more stringent] [requirements of authorities having jurisdiction] [sediment and erosion control drawings].
.2 Inspect, repair, and maintain erosion and sedimentation control measures during construction until permanent vegetation has been established.
.3 Remove erosion and sedimentation controls and restore and stabilize areas disturbed during removal.
3.2 INSTALLATION AND PAINTING
.1 Install posts to details as indicated and specified herein.
.2 Excavate post holes to minimum diameter of [_____]in [excavated material]mm layers. Compact each layer before placing succeeding layer.[150]
SPEC NOTE: Delete the following paragraphs when treated posts are required for project.
SPEC NOTE: Delete the following five paragraphs if only plastic posts are specified.
.3 Leave depression [150]mm deep around posts to allow for painting.
.4 Cut off tops of installed posts as indicated.
SPEC NOTE: Delete the following paragraph when treated posts are required for project.
.5 Apply two coats of paint to exposed surface of posts in accordance with Section [09 91 13- Exterior Painting].
SPEC NOTE: Delete the following paragraph when treated posts are required for project.
.6 Complete backfilling around posts to ground elevation when paint is dry.
SPEC NOTE: Use the following paragraph when treated posts are required for project.
.7 Apply [2]coats of [_____]
3.3 CLEANING
.1 Progress Cleaning: clean in accordance with Section [01 74 11- Cleaning].
.1 Leave Work area clean at end of each day.
.2 Final Cleaning: upon completion remove surplus materials, rubbish, tools and equipment in accordance with Section [01 74 11- Cleaning].
.3 Waste Management: separate waste materials for [reuse] [recycling]in accordance with Section [01 35 21- LEED Requirements] [01 74 21- Construction/Demolition Waste Management and Disposal].
.1 Remove recycling containers and bins from site and dispose of materials at appropriate facility.
END OF SECTION

