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SPEC NOTE DESCRIPTION: This Section specifies different types of water and chemical fire extinguishers, cabinets and fire blankets.
SPEC NOTE ENVIRONMENTAL: This Section includes general requirements and procedures for compliance with the Canada Green Building Council's (CaGBC) - LEED Canada-NC prerequisites or credits required for LEED Project certification. Co-ordinate with Section 01 35 21- LEED Requirements.
SPEC NOTE: Portable fire extinguishers using carbon tetrachloride or chlorobromomethane should not be specified due to potential associated health and safety issues.
Part 1 General
1.1 RELATED REQUIREMENTS
SPEC NOTE: Edit the following paragraphs to list documents or Sections with specific information that the reader might expect to find in this Section, but is specified elsewhere. Do not include Division 00 or Division 01 Sections in this listing.
.1 Section [_____]
1.2 REFERENCE STANDARDS
.1 Canada Green Building Council (CaGBC)
.1 LEED Canada-NC Version 1.0-[2004], LEED (Leadership in Energy and Environmental Design): Green Building Rating System Reference Package For New Construction and Major Renovations (including Addendum [2007]).
.2 LEED Canada-CI Version 1.0-[2007], LEED (Leadership in Energy and Environmental Design): Green Building Rating System Reference Guide For Commercial Interiors.
.2 Health Canada/Workplace Hazardous Materials Information System (WHMIS)
.1 Material Safety Data Sheets (MSDS).
.3 National Fire Protection Association (NFPA)
.1 NFPA 10-[2006], Standard for Portable Fire Extinguishers.
1.3 ACTION AND INFORMATIONAL SUBMITTALS
.1 Provide submittals in accordance with Section [01 33 00- Submittal Procedures].
.2 Product Data:
SPEC NOTE: Include requests for relevant data to be furnished by the Contractor, before, during or after construction.
.1 Submit manufacturer's printed product literature and datasheet and include product characteristics, performance criteria, physical size, finish and limitations.
.2 Submit [two]copies WHMIS MSDS - Material Safety Data Sheets in accordance with Section [02 81 01- Hazardous Materials].
.3 Provide shop drawings.
SPEC NOTE: Co-ordinate the following paragraph with Section 01 35 21- LEED Requirements.
.4 Sustainable Design Submittals:
.1 LEED Canada-[NC Version 1.0] [CI Version 1.0]Submittals: in accordance with [Section 01 35 21- LEED Requirements].
.5 Quality control submittals: submit following in accordance with Section [01 45 00- Quality Control].
.1 Manufacturer's Instructions: submit manufacturer's installation instructions and special handling criteria, installation sequence, cleaning procedures and [_____]
SPEC NOTE: Co-ordinate with FIELD QUALITY CONTROL in PART 3. When manufacturer's services are specified during construction operations to verify installation, include following article for the submittal of instructions and reports. If no field inspections are required, delete the following article.
.2 Manufacturer's Field Reports: submit manufacturer's written reports within [3]days of review, verifying compliance of Work, as described in PART 3, FIELD QUALITY CONTROL.
.6 Closeout Submittals:
.1 Provide operation and maintenance data for incorporation into manual specified in Section [01 78 00- Closeout Submittals].
1.4 DELIVERY, STORAGE AND HANDLING
.1 Packing, shipping, handling and unloading:
.1 Deliver, store and handle materials in accordance with Section [01 61 00- Common Product Requirements].
.2 Waste Management and Disposal:
.1 Separate waste materials for [reuse] [recycling]in accordance with Section [01 74 21- Construction/Demolition Waste Management and Disposal].
Part 2 Products
2.1 WATER PUMP TANK EXTINGUISHERS
SPEC NOTE: DND to check if extinguishers supplied by base.
.1 Stored water tank type, manual pump and handle with discharge hose and nozzle, [stainless steel] [copper] [polyethylene]tank construction, ULC labelled for A class protection. [9.1]L size.
2.2 WATER PRESSURIZED EXTINGUISHERS
.1 Stored pressure type, squeeze-grip operated of stainless steel construction, ULC labelled for A class protection. [9.1]L size.
2.3 MULTI-PURPOSE DRY CHEMICAL EXTINGUISHERS
.1 [Cartridge operated type] [Stored pressure rechargeable type]with [hose and]shut-off nozzle, ULC labelled for A, B and C class protection.
.1 Size[4.5] [s] [1.14] [9] [14] [2.25]kg [or as indicated].
2.4 ORDINARY DRY CHEMICAL EXTINGUISHERS
.1 [Stored pressure rechargeable type] [Cartridge operated type]with [hose and]shut-off nozzle, ULC labelled for B and C class protection.
.1 Sizes [1.27] [2.25] [9] [4.5] [14]kg [or as indicated].
2.5 CARBON DIOXIDE
.1 Extinguishers Insulated handle, hose and horn discharge assembly, self-closing lever or squeeze-grip operation, fully charged, ULC labelled for B and C class protection.
.1 Sizes [2.25] [4.5] [6.8] [9.0]kg [or as indicated].
2.6 DRY CHEMICAL EXTINGUISHERS (CLASS D)
SPEC NOTE: Verify size to suit application.
.1 [Cartridge operated type] [Stored pressure rechargeable type]with hose and shut-off nozzle, ULC labelled for D class protection.
.1 Size [13.6]kg [or as indicated].
2.7 KITCHEN EXTINGUISHERS (CLASS K)
.1 [Cartridge operated type] [Stored pressure rechargeable type]ULC labelled for K class protection.
.1 Size [6.0]litres [or as indicated].
2.8 EXTINGUISHER BRACKETS
.1 Type recommended by extinguisher manufacturer.
2.9 CABINETS
SPEC NOTE: Include this article only where specified fire extinguishers are not installed in standpipe and hose cabinets.
.1 [surface] [semi-recessed] [Flush]type as indicated, constructed of 1.6 mm thick steel, 180 degrees opening door of 2.5 mm thick steel with latching device.
.2 Cabinet to maintain fire resistive rating of construction in which they occur.
.3 Cabinet door: with [5 mm full glass panel] [metal panel].
.4 Finish:
.1 Tub: prime coated.
.2 Door and frame: [No.4 satin finish stainless steel].
2.10 IDENTIFICATION
.1 Identify extinguishers in accordance with recommendations of [CAN/ULC-S508] [ANSI/NFPA 10].
SPEC NOTE: If an internet based bar coding system is used, bar coding of extinguishers may be an acceptable alternative to tags and does not require date information
.2 Attach [bar code] [bilingual] [tag]or label to extinguishers, indicating month and year of installation. Provide space for service dates.
2.11 FIRE SAFETY BLANKETS
.1 [1800 x 1800]mm of [silicone coated fibre glass]in [metal]container.
Part 3 Execution
3.1 MANUFACTURER'S INSTRUCTIONS
.1 Compliance: comply with manufacturer's written recommendations, including product technical bulletins, handling, storage and installation instructions, and datasheets.
3.2 INSTALLATION
SPEC NOTE: For the following paragraphs indicate locations of different types and sizes on drawings.
.1 Install or mount extinguishers in cabinets or on brackets [in accordance with NFPA 10] [as indicated].
.2 Install fire safety blankets as indicated.
3.3 FIELD QUALITY CONTROL
SPEC NOTE: Co-ordinate with Submittals as specified below. When manufacturer's services are specified during construction operations to verify the installation, include the following paragraph. If no field inspections are required, delete the following paragraph.
.1 Manufacturer's Field Services:
.1 Provide manufacturer's field services consisting of product use recommendations and periodic site visits for inspection of product installation in accordance with manufacturer's instructions.
END OF SECTION

