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SPEC NOTE DESCRIPTION: This Section specifies requirements for supply and application of aqueous calcium chloride, flake calcium chloride and water for alleviation or prevention of dust nuisance caused by traffic. Choose appropriate method required for project and edit to suit.
SPEC NOTE: Other dust palliatives such as ligno sulphurates may be suitable under certain conditions. Refer to TAC (Transportation Association of Canada) Guidelines for Cost Effective Use and Application of Dust Palliatives, 1987, for requirements.
SPEC NOTE: This Section includes general requirements and procedures for compliance with the Canada Green Building Council's (CaGBC) - LEED Canada-NC prerequisites or credits required for LEED Project certification. Co-ordinate with Section 01 35 21- LEED Requirements.
Part 1 General
1.1 RELATED REQUIREMENTS
SPEC NOTE: Edit the following paragraphs to list documents or Sections with specific information that the reader might expect to find in this Section, but is specified elsewhere. Do not include Division 00 or Division 01 Sections in this listing.
.1 Section [_____]
1.2 PRICE AND PAYMENT PROCEDURES
.1 Measurement and Payment:
SPEC NOTE: Edit the following paragraphs for this specific project. Delete paragraphs if project is a fixed price contract.
.2 Measure [application] [supply]of calcium chloride in [litres] [tonnes]applied.
.3 Measure Supply and application of water for dust control in litres.
.4 No extra compensation will be paid for [water] [calcium chloride]ordered and applied on Saturdays, Sundays or holidays.
1.3 REFERENCE STANDARDS
SPEC NOTE: Edit the following paragraphs for this specific project.
.1 Canada Green Building Council (CaGBC)
.1 LEED Canada-NC Version 1.0-[2004], LEED (Leadership in Energy and Environmental Design): Green Building Rating System Reference Package For New Construction and Major Renovations (including Addendum [2007]).
.2 Canadian General Standards Board (CGSB)
.1 CAN/CGSB-15.1-[92], Calcium Chloride.
.3 U.S. Environmental Protection Agency (EPA)/Office of Water
.1 EPA 832/R-92-005, Storm Water Management for Construction Activities: Developing Pollution Prevention Plans and Best Management Practices.
1.4 ACTION AND INFORMATIONAL SUBMITTALS
.1 Submit in accordance with Section [01 33 00- Submittal Procedures].
SPEC NOTE: Co-ordinate the following paragraph with Section 01 35 21- LEED Requirements.
.2 Sustainable Design Submittals:
.1 LEED Canada-[NC Version 1.0]Submittals: in accordance with [Section 01 35 21- LEED Requirements].
SPEC NOTE: Edit the following paragraphs to specify certification of compliance for specific LEED requirements in the following LEED categories: Sustainable Sitesand Materials and Resources.
.2 Erosion and Sedimentation Control: submit erosion and sedimentation control plan in accordance with [authorities having jurisdiction] [EPA 832/R92-005] [Section 01 35 21- LEED Requirements].
.3 Construction Waste Management:
.1 Submit project [Waste Management Plan] [Waste Reduction Workplan]highlighting recycling and salvage requirements.
.2 Submit calculations on end-of-project recycling rates, salvage rates, and landfill rates demonstrating that [75] [50]% of construction wastes were recycled or salvaged.
.4 Regional Materials: submit evidence that project incorporates required percentage [20] [10]% of regional materials and products, showing their cost, distance from project to furthest site of extraction or manufacture, and total cost of materials for project.
1.5 DELIVERY, STORAGE AND HANDLING
.1 Deliver, store and handle materials in accordance with Section [with manufacturer's written instructions] [01 61 00- Common Product Requirements].
.2 Delivery and Acceptance Requirements: deliver materials to site in original factory packaging, labelled with manufacturer's name and address.
.1 Supply calcium chloride in quantities and at times as directed by [DCC Representative] [Consultant] [Departmental Representative].
.2 Deliver calcium chloride to site [covered trucks] [in moisture-proof bags] [in bulk in tank cars] [covered hopper cars]. Indicate name of manufacturer, name of product, net weight or mass, and percentage of calcium chloride guaranteed by manufacturer.
.3 Storage and Handling Requirements:
.1 Store bags of calcium chloride in weather-proof enclosures.
SPEC NOTE: Co-ordinate the following paragraph with Section 01 35 21- LEED Requirements. Use the following paragraph to ensure Construction Waste Management Plan or Waste Reduction Workplan is specified and include in article titled ACTION AND INFORMATIONAL SUBMITTALS. This may contribute towards LEED Credits as follows: Materials and Resources Credit MRc2 Construction Waste Management, either MRc2.1: Divert 50% from Landfill, or MRc2.2: Divert 75% from Landfill.
.4 Develop [Waste Reduction Workplan] [Construction Waste Management Plan]related to Work of this Section and in accordance with Section [01 35 21- LEED Requirements].
.5 Packaging Waste Management: remove for reuse [and return] [by manufacturer]of [padding,] [crates,] [packaging materials] [pallets,]as specified in [Construction Waste Management Plan] [Waste Reduction Workplan]in accordance with Section [Section 01 35 21- LEED Requirements] [01 74 21- Construction/Demolition Waste Management and Disposal].
Part 2 Products
2.1 MATERIALS
.1 Calcium chloride, Type I: to [CAN/CGSB-15.1], [flake] [35% aqueous solution].
SPEC NOTE: Delete the following paragraph when aqueous solution of calcium chloride is specified.
.2 Water: in accordance with [Departmental Representative's] [Consultant's] [DCC Representative's]approval.
Part 3 Execution
3.1 PREPARATION
SPEC NOTE: Co-ordinate the following paragraph with Section 01 35 21- LEED Requirements. Delete the following article if erosion and sedimentation control measures are included in either Section 01 51 00- Temporary Utilities or Section 01 52 00- Construction Facilities.
.1 Temporary Erosion and Sedimentation Control:
SPEC NOTE: In the following paragraph select the second option if sediment and erosion control plan is included in the Contract documents or select the third option if Contractor is required to provide sediment and erosion control plan to comply with LEED Prerequisite SS 1.
.1 Provide temporary erosion and sedimentation control measures to prevent soil erosion and discharge of soil-bearing water runoff or airborne dust to adjacent properties and walkways, according to [requirements of authorities having jurisdiction] [sediment and erosion control plan, specific to site, that complies with EPA 832/R-92-005 or requirements of authorities having jurisdiction, whichever is more stringent] [sediment and erosion control drawings].
3.2 APPLICATION
.1 Apply [water] [calcium chloride]with equipment approved by [Departmental Representative] [DCC Representative] [Consultant]at rate of [ [_____] tonnes/km for flake] [ [_____] L/m2for liquid]when directed by [Departmental Representative] [Consultant] [DCC Representative].
.2 Apply [aqueous calcium chloride] [water]with distributors equipped with means of shut-off and with spray system to ensure uniform application.
3.3 CLEANING
.1 Progress Cleaning: clean in accordance with Section [01 74 11- Cleaning].
.1 Leave Work area clean at end of each day.
.2 Final Cleaning: upon completion remove surplus materials, rubbish, tools and equipment in accordance with Section [01 74 11- Cleaning].
.3 Waste Management: separate waste materials for [reuse] [recycling]in accordance with Section [01 74 21- Construction/Demolition Waste Management and Disposal] [01 35 21- LEED Requirements].
.1 Remove recycling containers and bins from site and dispose of materials at appropriate facility.
.2 Place materials defined as hazardous or toxic in designated containers.
END OF SECTION

