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SPEC NOTE: This Section specifies environmentally responsible material choices, utilizing the three R's (reduce, reuse and recycle) whenever possible, and providing generally available disposal options. For construction and demolition waste management practices in Federal Government projects refer to PSPC's Sustainable Development Strategy (SDS - 2007-2009), where these requirements have been specifically targeted.
SPEC NOTE: This Section includes general requirements and procedures for compliance with the Canada Green Building Council's (CaGBC) - LEED Canada prerequisites or credits required for LEED Project certification. Co-ordinate with Section 01 35 21- LEED Requirements.
Part 1 General
1.1 RELATED REQUIREMENTS
SPEC NOTE: Edit the following paragraphs to list documents or Sections with specific information that the reader might expect to find in this Section, but is specified elsewhere. Do not include Division 00 or Division 01 Sections in this listing.
.1 Section [_____]
1.2 REFERENCE STANDARDS
SPEC NOTE: Edit the following paragraphs for this specific project.
.1 ASTM International
.1 ASTM B317/B317M-[07], Standard Specification for Aluminum-Alloy Extruded Bar, Rod, Tube, Pipe, Structural Profiles and Profiles for Electrical Purposes (Bus Conductor).
.2 Canada Green Building Council (CaGBC)
.1 LEED Canada-NC Version 1.0-[2004], LEED (Leadership in Energy and Environmental Design): Green Building Rating System Reference Package For New Construction and Major Renovations (including Addendum [2007]).
.2 LEED Canada-2009, LEED (Leadership in Energy and Environmental Design): Green Building Rating System Reference Package For Design and Construction.
.3 LEED Canada-CI Version 1.0-[2007], LEED (Leadership in Energy and Environmental Design): Green Building Rating System Reference Guide For Commercial Interiors.
.4 LEED Canada-EBOM 2009, LEED (Leadership in Energy and Environmental Design): Green Building Rating System Reference Guide For Existing Buildings: Operations and Maintenance.
1.3 ACTION AND INFORMATIONAL SUBMITTALS
.1 Submit in accordance with Section [01 33 00- Submittal Procedures].
SPEC NOTE: Include requests for relevant data to be furnished by the Contractor, before, during or after construction.
.2 Product Data:
.1 Submit manufacturer's instructions, printed product literature and data sheets for [indoor service poles]and include product characteristics, performance criteria, physical size, finish and limitations.
SPEC NOTE: Co-ordinate the following paragraph with Section 01 35 21- LEED Requirements.
.3 Sustainable Design Submittals:
.1 LEED Canada submittals: in accordance with [Section 01 35 21- LEED Requirements].
.2 Construction Waste Management:
.1 Submit project [Waste Management Plan] [Waste Reduction Workplan]highlighting recycling and salvage requirements.
.2 Submit calculations on end-of-project recycling rates, salvage rates, and landfill rates demonstrating that [50] [75]% of construction wastes were recycled or salvaged.
1.4 CLOSEOUT SUBMITTALS
.1 Submit in accordance with Section [01 78 00- Closeout Submittals].
.2 Operation and Maintenance Data: submit operation and maintenance data for [indoor service poles]for incorporation into manual.
1.5 DELIVERY, STORAGE AND HANDLING
.1 Deliver, store and handle materials in accordance with Section [01 61 00- Common Product Requirements] [with manufacturer's written instructions].
.2 Delivery and Acceptance Requirements: deliver materials to site in original factory packaging, labelled with manufacturer's name and address.
.3 Storage and Handling Requirements:
.1 Store materials [indoors] [off ground] [in dry location]and in accordance with manufacturer's recommendations in clean, dry, well-ventilated area.
.2 Store and protect [indoor service poles]from [nicks, scratches, and blemishes].
.3 Replace defective or damaged materials with new.
SPEC NOTE: Co-ordinate the following paragraph with Section 01 35 21- LEED Requirements.
.4 Develop [Construction Waste Management Plan] [Waste Reduction Workplan]related to Work of this Section and in accordance with Section [01 35 21- LEED Requirements].
.5 Packaging Waste Management: remove for reuse [and return] [by manufacturer]of [packaging materials] [crates,] [padding,] [pallets,]as specified in [Construction Waste Management Plan] [Waste Reduction Workplan]in accordance with Section [01 74 21- Construction/Demolition Waste Management and Disposal] [Section 01 35 21- LEED Requirements].
Part 2 Products
2.1 INDOOR SERVICE POLES
.1 Indoor service pole assembly to meet [telephone company]requirements.
.2 Indoor service poles: [extruded aluminum sections to ASTM B317/B317M] [rigid PVC, [_____] mm thick, [_____] colour] [[anodized finish] [10] micrometres thickness].
.3 Nominal length of poles:[_____]mm adjustment. Total adjustment: [plus or minus 50]mm.[100]
.4 Service poles approximately [50]mm [square] [diameter round]with snap-on covers to provide access to wiring without removing unit. Barrier to isolate power from communication systems.
SPEC NOTE: This specification has been prepared for service poles suitable for T-Bar ceiling. Other accessories are available for use with double T, metal pan, plaster ceiling, etc. If other than T-Bar ceiling used, specify type required.
.5 Include fastening accessories at top of pole to secure to inverted T-Bar ceiling using set screws to permit relocation.
.1 Flange at ceiling to conceal wiring.
.6 [PVC] [Metal]sleeve at bottom of pole to conceal vertical adjustment.
.1 Include [removable] [reversible]grip-tight devices for carpet and tile floors to prevent movement of poles.
SPEC NOTE: Service poles are available with accessories to accommodate additional Amphenol connectors mounted side by side. If accessories required, specify.
.7 Service poles with [4 prewired single receptacles] [two prewired duplex receptacles], two knockout holes for telephone Amphenols and one for communication.
.1 [3TW No.12 AWG leads terminating in utility box with cover, mounted at top of pole] [Cord with moulded set extending  [3] m from top of pole.].
Part 3 Execution
3.1 EXAMINATION
.1 Verification of Conditions: verify that conditions of substrate previously installed under other Sections or Contracts are acceptable for indoor service poles installation in accordance with manufacturer's written instructions.
.1 Visually inspect substrate in presence of [Consultant] [Departmental Representative] [DCC Representative].
.2 Inform [Departmental Representative] [DCC Representative] [Consultant]of unacceptable conditions immediately upon discovery.
.3 Proceed with installation only after unacceptable conditions have been remedied [and after receipt of written approval to proceed from  [Consultant] [DCC Representative] [Departmental Representative]].
3.2 INSTALLATION
.1 Install service poles [as indicated] [as directed on site by  [Departmental Representative] [Consultant] [DCC Representative]].
.2 Install service poles in accordance with manufacturer's recommendations. Secure to ceiling and to finished floor.
.1 Adjust length as required.
.2 [Connect cord to receptacle installed in ceiling space.] [Make power connections in utility box at top of pole.]
.3 Re-adjust service poles as required after telephone cables are installed.
3.3 CLEANING
.1 Progress Cleaning: clean in accordance with Section [01 74 11- Cleaning].
.1 Leave Work area clean at end of each day.
.2 Final Cleaning: upon completion remove surplus materials, rubbish, tools and equipment in accordance with Section [01 74 11- Cleaning].
.3 Waste Management: separate waste materials for [reuse] [recycling]in accordance with Section [01 74 21- Construction/Demolition Waste Management and Disposal] [01 35 21- LEED Requirements].
.1 Remove recycling containers and bins from site and dispose of materials at appropriate facility.
3.4 PROTECTION
.1 Protect installed products and components from damage during construction.
.2 Repair damage to adjacent materials caused by indoor service poles installation.
END OF SECTION

