National Master Specification
Section 08 34 58.01
October 2016
VAULT DOORS AND FRAMES
Publisher:  Spex.ca
Page 1

Approved: 2007-12-31
SPEC NOTE ENVIRONMENTAL: This Section includes general requirements and procedures for compliance with the Canada Green Building Council's (CaGBC) - LEED Canada-NC prerequisites or credits required for LEED Project certification. Co-ordinate with Section 01 35 21- LEED Requirements.
SPEC NOTE: For DND projects specify vault doors listed in Supply and Service Security Equipment Guide - April 1977.
Part 1 General
1.1 RELATED REQUIREMENTS
SPEC NOTE: Edit the following paragraphs to list documents or Sections with specific information that the reader might expect to find in this Section, but is specified elsewhere. Do not include Division 00 or Division 01 Sections in this listing.
.1 Section [_____]
1.2 REFERENCE STANDARDS
SPEC NOTE: Edit the following paragraphs to suit project.
.1 The Aluminum Association Inc. (AAI)
.1 Designation System for Aluminum Finishes -[2003].
.2 American Society for Testing and Materials International (ASTM)
.1 ASTM A167-[99(2004)], Standard Specification for Stainless and Heat-Resisting Chromium-Nickel Steel Plate, Sheet, and Strip.
.3 Canada Green Building Council (CaGBC)
.1 LEED Canada-NC Version 1.0-[2004], LEED (Leadership in Energy and Environmental Design): Green Building Rating System Reference Package For New Construction and Major Renovations (including Addendum [2007]).
.2 LEED Canada-CI Version 1.0-[2007], LEED (Leadership in Energy and Environmental Design): Green Building Rating System Reference Guide For Commercial Interiors.
.4 Green Seal Environmental Standards
.1 Standard GC-03-[93], Anti-Corrosive Paints.
.2 Standard GS-11-[97], Architectural Paints.
.5 Health Canada/Workplace Hazardous Materials Information System (WHMIS)
.1 Material Safety Data Sheets (MSDS).
.6 South Coast Air Quality Management District (SCAQMD), California State
.1 SCAQMD Rule 1113-[04], Architectural Coatings.
.7 Standards Council of Canada (SCC)
.1 Accredited Certification Bodies.
1.3 ACTION AND INFORMATIONAL SUBMITTALS
.1 Provide submittals in accordance with Section [01 33 00- Submittal Procedures].
.2 Provide product data: in accordance with Section [01 33 00- Submittal Procedures].
.3 Provide shop drawings: in accordance with Section [01 33 00- Submittal Procedures].
.1 Submit drawings stamped and signed by professional engineer registered or licensed in [Province] [Territory], Canada.
.2 Indicate each type of vault door and frame, fire ratings, compliance to requirements of regulatory agencies, installation details and finish.
SPEC NOTE: Co-ordinate the following paragraph with Section 01 35 21- LEED Requirements.
.4 Sustainable Design Submittals:
.1 LEED Canada-[NC Version 1.0] [CI Version 1.0]Submittals: in accordance with [Section 01 35 21- LEED Requirements].
.5 Quality Control Submittals:
.1 Manufacturer's Instructions: manufacturer's installation instructions.
SPEC NOTE: Co-ordinate paragraph below with PART 3 FIELD QUALITY REQUIREMENTS article. Retain or delete as applicable.
.2 Manufacturer's Field Reports: manufacturer's field reports specified.
1.4 QUALITY ASSURANCE
.1 Regulatory Requirements:
.1 Vault doors and frames: certified by a Canadian Certification Organization accredited by Standards Council of Canada.
SPEC NOTE: Edit the following paragraph to include sustainable requirements related to this project for attaining environmental performance goals.
1.5 SUSTAINABLE REQUIREMENTS
.1 Materials and products in accordance with Section [01 47 15- Sustainable Requirements: Construction].
.1 [_____]
1.6 DELIVERY, STORAGE AND HANDLING
.1 Deliver, store and handle materials in accordance with Section [01 61 00- Common Product Requirements].
.2 Waste Management and Disposal:
.1 Separate waste materials for [recycling] [reuse]in accordance with Section [01 74 21- Construction/Demolition Waste Management and Disposal].
Part 2 Products
2.1 MATERIALS
SPEC NOTE: For the following paragraphs consult authority having jurisdiction regarding acceptable testing and labelling authorities. Determine level of security required for project and specify accordingly.
.1 [_____]
.2 Doors: steel, [_____]doors.[_____]
SPEC NOTE: Use the following subparagraph for LEED projects, if recycled content materials are required for LEED Credit MRc4.1.
.1 Recycled Content: [_____][_____]
.3 Frame: steel, [non-]grout type with [bevelled edge] [vestibule lining and] [flush]flat sill and Certified Class [_____]frame.[_____]
SPEC NOTE: Use the following subparagraph for LEED projects, if recycled content materials are required for LEED Credit MRc4.1 or LEED Credit MRc4.2.
.1 Recycled Content: [_____][_____]
SPEC NOTE: Select fire rating and burglary resistance ratings and requirements in accordance with intended function of the vault or strong room and the contents to be protected.
.4 Locking device: combination [key] [hand]change type lock, Certified, Group 1 with spy-proof dial and complete with certification listing:
.1 Relocking device.
.2 Inside escape device.
.3 [Drill] [Torch] [Torch and tool]resistant lock protection.
.5 Finish: baked enamel, in colours selected from manufacturer's standard range.
SPEC NOTE: Usually stainless steel types 302 or 304 satisfactory and both acceptable. Use finish designations as per ASTM A480.
.6 Trim:
.1 Stainless steel sheet: to ASTM A167, type [302] [304]with [_____]
.2 Aluminum extrusions: to designation [AA6063-T5].
2.2 FINISHES
.1 Finish exposed surfaces of aluminum components in accordance with Designation System for Aluminum Finishes.
.1 As fabricated or mill finish: designation AA-[_____]
SPEC NOTE: Use the following subparagraph for LEED projects, if low-emitting materials are required for LEED Credit EQc4.2.
.1 Maximum VOC limit [250] [50] [150]g/L [to SCAQMD Rule 1113] [to GS-11] [to GC-03].
.2 Clear anodic finish: designation AA-[_____]
SPEC NOTE: Use the following subparagraph for LEED projects, if low-emitting materials are required for LEED Credit EQc4.2.
.1 Maximum VOC limit [250] [150] [50]g/L [to SCAQMD Rule 1113] [to GC-03] [to GS-11].
.3 Integral colour anodic finish: designation AA-[_____].[_____]
.4 Impregnated colour anodic finish: designation AA-[_____].[_____]
.5 Electrolytically deposited colour anodic finish: designation AA-[_____].[_____]
.2 Appearance and properties of anodized finishes designated by the Aluminum Association as Architectural Class 1, Architectural Class 2, and Protective and Decorative.
Part 3 Execution
3.1 MANUFACTURER'S INSTRUCTIONS
.1 Compliance: comply with manufacturer's written recommendations or specifications, including product technical bulletins, handling, storage and installation instructions, and datasheets.
3.2 INSTALLATION
SPEC NOTE: Review structural system of vault area to ensure support is provided to accommodate rolling, heavy loads.
.1 Protect existing finishes during installation.
.2 Install vault doors and frames in accordance with manufacturer's printed instructions.
.3 Make good finished surfaces damaged during shipment or installation.
.4 Adjust operable parts for correct function.
3.3 FIELD QUALITY CONTROL
.1 Manufacturer's Field Services:
.1 Provide manufacturer's field services consisting of product use recommendations and periodic site visits for inspection of product installation in accordance with manufacturer's instructions.
END OF SECTION

