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SPEC NOTE DESCRIPTION: This Section specifies operational requirements and traffic control for Heavy Civil contracts when roadway traffic is to be accommodated during construction.
SPEC NOTE SUPPORT: The National Research Council wishes to thank the following organizations for their revision input and technical update on this Section: the Canadian Airport Electrical Association (C.A.E.A), Transport Canada / Airspace Standards and Procedures, Public Services and Procurement Canada (PSPC) / Ontario Region / Real Property Services / Professional and Technical Programs / A&amp;E Resources - Electrical.
SPEC NOTE: This Section 01 55 26was renumbered from 01 35 00.06 - Special Procedures For Traffic Control to meet the recommendations of the MasterFormat 2016 classification system.
SPEC NOTE: This Section is written to compliment the Federal Government's General Provisions and General Conditions as well as the Canadian Construction Documents Committee (CCDC), document CCDC 2.  Some modifications may be required if other forms of contract are used as the basis for the Construction Agreement.
Part 1 General
1.1 RELATED REQUIREMENTS
SPEC NOTE: Edit the following paragraphs to list documents or Sections with specific information that the reader might expect to find in this Section, but is specified elsewhere.  Do not include Division 00 or Division 01 Sections in this listing.
.1 Section [_____]
1.2 REFERENCE STANDARDS
SPEC NOTE: Edit the following paragraphs for this specific project.
.1 Alberta Infrastructure and Transportation
.1 Traffic Accommodation in Work Zones -[08].
.2 British Columbia Ministry of Transportation
.1 Traffic Control Manual for Work on Roadways - [99].
.3 City of Regina
.1 Temporary Traffic Control Measure Manual - [04].
.4 Ministry of Transportation, Ontario (MTO)
.1 Ontario Traffic Manual, Book 7: Temporary Conditions - [01].
.5 New Brunswick Department of Transportation
.1 Work Area Traffic Control Manual - [09].
.6 Nova Scotia Ministry of Transportation and Infrastructure Renewal
.1 Nova Scotia Temporary Workplace Traffic Control Manual - [09].
.7 Prince Edward Island Transportation and Public Works
.1 Temporary Workplace Traffic Control Manual - [05].
.8 U.S. Department of Transportation
.1 Manual of Uniform Traffic Control Devices for Streets and Highways (UTCD) - [2009].
1.3 PROTECTION OF PUBLIC TRAFFIC
.1 Comply with requirements of Acts, Regulations and By-Laws in force for regulation of traffic or use of roadways upon or over which it is necessary to carry out Work or haul materials or equipment.
.2 When working on travelled way:
.1 Place equipment in position to minimize interference and hazard to travelling public.
.2 Keep equipment units as close together as working conditions permit and preferably on same side of travelled way.
.3 Do not leave equipment on travelled way overnight.
.3 Close lanes of road  only after receipt of written approval from [Departmental Representative] [DCC Representative] [Consultant].
.1 Before re-routing traffic erect suitable signs and devices to [Traffic Accommodation in Work Zones] [Work Area Traffic Control Manual] [Traffic Control Manual for Work on Roadways] [Temporary Workplace Traffic Control Manual] [Manual of Uniform Traffic Control Devices for Streets and Highways] [Temporary Traffic Control Measure Manual] [Ontario Traffic Manual, Book 7: Temporary Conditions].
.4 Keep travelled way graded, free from pot holes and of sufficient width for required number of lanes of traffic.
.1 Provide [7]m wide minimum temporary roadway for traffic in two-way sections through Work and on detours.
.2 Provide [5]m wide minimum temporary roadway for traffic in one-way sections through Work and on detours.
.5 Provide [gravelled] [paved]detours or temporary roads [as indicated,] [as directed by  [Departmental Representative] [Consultant] [DCC Representative]]to facilitate passage of traffic around restricted construction area:
SPEC NOTE: Edit the following five paragraphs to suit the project conditions.
.1 Grade for detour in accordance with Section [31 24 13- Roadway Embankments].
.2 Place and compact granular sub-base in accordance with Section [32 11 16.01- Granular Sub-base].
.3 Place and compact granular base in accordance with Section [32 11 23- Aggregate Base Courses].
.4 Place and compact asphalt concrete pavement in accordance with Section [32 12 16- Asphalt Paving].
.5 Place and compact mixed-in-place asphalt paving in accordance with Section [32 12 16.16- Road-Mix Asphalt Paving Wearing Courses].
.6 Provide and maintain road access and egress to property fronting along Work under Contract and in other areas as indicated, except where other means of road access exist that meet approval of [Consultant] [DCC Representative] [Departmental Representative].
1.4 INFORMATIONAL AND WARNING DEVICES
.1 Provide and maintain signs, [flashing warning lights]and other devices required to indicate construction activities or other temporary and unusual conditions resulting from Project Work which requires road user response.
.2 Supply and erect signs, delineators, barricades and miscellaneous warning devices to [Traffic Accommodation in Work Zones] [Temporary Traffic Control Measure Manual] [Work Area Traffic Control Manual] [Ontario Traffic Manual, Book 7: Temporary Conditions] [Temporary Workplace Traffic Control Manual] [Manual of Uniform Traffic Control Devices for Streets and Highways] [Traffic Control Manual for Work on Roadways].
.3 Place signs and other devices in locations recommended in [Temporary Traffic Control Measure Manual] [Temporary Workplace Traffic Control Manual] [Manual of Uniform Traffic Control Devices for Streets and Highways] [Traffic Control Manual for Work on Roadways] [Work Area Traffic Control Manual] [Ontario Traffic Manual, Book 7: Temporary Conditions] [Traffic Accommodation in Work Zones].
.4 Meet with [Departmental Representative] [Consultant] [DCC Representative]prior to commencement of Work to prepare list of signs and other devices required for project. If situation on site changes, revise list to approval of [Consultant] [Departmental Representative] [DCC Representative].
.5 Continually maintain traffic control devices in use:
.1 Check signs daily for legibility, damage, suitability and location.  Clean, repair or replace to ensure clarity and reflectance.
.2 Remove or cover signs which do not apply to conditions existing from day to day.
1.5 CONTROL OF PUBLIC TRAFFIC
.1 Provide competent flag personnel, trained in accordance with, and properly equipped to [Ontario Traffic Manual, Book 7: Temporary Conditions] [Temporary Workplace Traffic Control Manual] [Traffic Control Manual for Work on Roadways] [Manual of Uniform Traffic Control Devices for Streets and Highways] [Work Area Traffic Control Manual] [Traffic Accommodation in Work Zones] [Temporary Traffic Control Measure Manual]for situations as follows:
.1 When public traffic is required to pass working vehicles or equipment that block all or part of travelled roadway.
.2 When it is necessary to institute one-way traffic system through construction area or other blockage where traffic volumes are heavy, approach speeds are high and traffic signal system is not in use.
.3 When workmen or equipment are employed on travelled way over brow of hills, around sharp curves or at other locations where oncoming traffic would not otherwise have adequate warning.
.4 Where temporary protection is required while other traffic control devices are being erected or taken down.
.5 For emergency protection when other traffic control devices are not readily available.
.6 In situations where complete protection for workers, working equipment and public traffic is not provided by other traffic control devices.
.7 At each end of restricted sections where pilot cars are required.
.8 Delays to public traffic due to contractor's operators:[15]minutes maximum.
SPEC NOTE: Specify pilot cars where public traffic must use particularly hazardous routes or where traffic is required to remain in one lane or change periodically from one lane to another or negotiate sections of construction at restricted speed. Indicate locations where pilot cars needed.
.2 Provide pilot cars at [_____]
SPEC NOTE: Base need for traffic signals on Departmental Representative, DCC Representative and Consultant study considering traffic volumes, approach speeds, sight distances and periods of restrictions.
.3 Where roadway, carrying two-way traffic, is restricted to one lane, for 24 hours each day, provide portable traffic signal system.
.1 Adjust, as necessary, and regularly maintain system during period of restriction.
.2 Ensure signal system meets requirements of [Traffic Accommodation in Work Zones] [Traffic Control Manual for Work on Roadways] [Ontario Traffic Manual, Book 7: Temporary Conditions] [Manual of Uniform Traffic Control Devices for Streets and Highways] [Temporary Workplace Traffic Control Manual] [Work Area Traffic Control Manual] [Temporary Traffic Control Measure Manual].
1.6 OPERATIONAL REQUIREMENTS
SPEC NOTE: List allowable restrictions to normal traffic flow.
.1 Maintain existing conditions for traffic throughout period of contract except that, when required for construction under contract and when measures have been taken as specified and approved by [DCC Representative] [Departmental Representative] [Consultant]to protect and control public traffic, existing conditions for traffic to be restricted as follows:
.1 Section from [_____][_____]
.1 One lane closed for [_____]
.2 Speed limit reduced to [_____][_____]
.2 Section from [_____][_____]
.1 Road closed to public traffic when detour provided [along existing routes parallelling] [within]right-of-way.
SPEC NOTE: Select one only of the following two paragraphs.
.2 Maintain existing conditions for traffic crossing right-of-way.
SPEC NOTE: If the following paragraph is used, list the allowable restrictions.
.3 Maintain existing conditions for traffic crossing right-of-way except when required for construction. With approval of [DCC Representative] [Consultant] [Departmental Representative], existing conditions for cross traffic restricted as follows:
.1 [Highway No. [_____] ]crossing at [_____]
.1 Speed limit reduced to [_____]
.2 Delays to public traffic:  maximum [15]minutes.
Part 2 Products
2.1 NOT USED
.1 Not Used.
Part 3 Execution
3.1 NOT USED
.1 Not Used.
END OF SECTION

