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SPEC NOTE: This Section is written to compliment the Federal Government's General Conditions 'C' as well as the Canadian Construction Documents Committee (CCDC), document CCDC 2. Some modifications may be required if other forms of contract are used as the basis for the Construction Agreement.
SPEC NOTE: LEED REQUIREMENTS: This Section includes general requirements and procedures for compliance with certain LEED prerequisites and credits in accordance with the Canadian Green Building Council (CaGBC) - LEED Canada-NC Version 1.0: Green Building Rating System For New Construction and Major Renovations.
SPEC NOTE: This Section 01 51 00has been renumbered to meet the recommendations of the MasterFormat 2004 classification system. Prior to January 2005, this NMS section was numbered Section 01510 - Temporary Utilities in accordance with MasterFormat 1995.
Part 1 General
1.1 RELATED REQUIREMENTS
SPEC NOTE: Edit the following paragraphs to list documents or Sections with specific information that the reader might expect to find in this Section, but is specified elsewhere. Do not include Division 00 or Division 01 Sections in this listing.
.1 Section [_____]
1.2 REFERENCE STANDARDS
.1 Canada Green Building Council (CaGBC)
.1 LEED Canada-NC Version 1.0-[2004], LEED (Leadership in Energy and Environmental Design): Green Building Rating System Reference Package For New Construction and Major Renovations (including Addendum [2007]).
.2 LEED Canada-CI Version 1.0-[2007], LEED (Leadership in Energy and Environmental Design): Green Building Rating System Reference Guide For Commercial Interiors.
.2 U.S. Environmental Protection Agency (EPA) / Office of Water
.1 EPA 832R92005, Storm Water Management for Construction Activities: Developing Pollution Prevention Plans and Best Management Practices.
1.3 ACTION AND INFORMATIONAL SUBMITTALS
.1 Provide submittals in accordance with Section [01 33 00- Submittal Procedures].
SPEC NOTE: LEED REQUIREMENTS: Use the following paragraph when LEED Submittals are required.
.2 LEED Submittals:
.1 Submit erosion and sedimentation control plan for Credit SSp1 in accordance with LEED Canada-NC.
1.4 INSTALLATION AND REMOVAL
.1 Provide temporary utilities controls in order to execute work expeditiously.
.2 Remove from site all such work after use.
1.5 DEWATERING
SPEC NOTE: Delete the following paragraph if a section on dewatering is used on this project.
.1 Provide temporary drainage and pumping facilities to keep excavations and site free from standing water.
1.6 WATER SUPPLY
.1 [Provide] [[Consultant] [DCC Representative] [Departmental Representative] will provide]continuous supply of potable water for construction use.
.2 Arrange for connection with appropriate utility company and pay costs for installation, maintenance and removal.
.3 [Pay] [[DCC Representative] [Consultant] [Departmental Representative] will pay]for utility charges at prevailing rates.
1.7 TEMPORARY HEATING AND VENTILATION
.1 Provide temporary heating required during construction period, including attendance, maintenance and fuel.
.2 Construction heaters used inside building must be vented to outside or be non-flameless type. Solid fuel salamanders are not permitted.
.3 Provide temporary heat and ventilation in enclosed areas as required to:
.1 Facilitate progress of Work.
.2 Protect Work and products against dampness and cold.
.3 Prevent moisture condensation on surfaces.
.4 Provide ambient temperatures and humidity levels for storage, installation and curing of materials.
.5 Provide adequate ventilation to meet health regulations for safe working environment.
.4 Maintain temperatures of minimum [10]degrees C in areas where construction is in progress.
.5 Ventilating:
.1 Prevent accumulations of dust, fumes, mists, vapours or gases in areas occupied during construction.
.2 Provide local exhaust ventilation to prevent harmful accumulation of hazardous substances into atmosphere of occupied areas.
.3 Dispose of exhaust materials in manner that will not result in harmful exposure to persons.
.4 Ventilate storage spaces containing hazardous or volatile materials.
.5 Ventilate temporary sanitary facilities.
.6 Continue operation of ventilation and exhaust system for time after cessation of work process to assure removal of harmful contaminants.
SPEC NOTE: Use the following paragraph with caution. Be fully aware of requirements stated in General Conditions with respect to Certificates and Warranties. Check with mechanical consultant and co-ordinate with Division 23 sections. Depending on Conditions of Contract, permanent heating system of building may or may not be considered substantially performed once it is in use, whether it be for completion of other work or not. Edit to suit requirements.
.6 Permanent heating system of building, [not to] [to]be used when available. Be responsible for damage to heating system if use is permitted.
.7 On completion of Work for which permanent heating system is used, [replace bearing in [_____] ,] [replace filters,] [clean [_____] and [_____] ].
SPEC NOTE: Do not use the following paragraph for Federal Government projects.
.8 Ensure Date of Substantial Performance and Warranties for heating system do not commence until entire system is in as near original condition as possible and is certified by [Departmental Representative] [DCC Representative] [Consultant].
.9 [Pay costs for maintaining temporary heat, when using permanent heating system] [[Consultant] [Departmental Representative] [DCC Representative] will pay utility charges when temporary heat source is existing building equipment].
.10 Maintain strict supervision of operation of temporary heating and ventilating equipment to:
.1 Conform with applicable codes and standards.
.2 Enforce safe practices.
.3 Prevent abuse of services.
.4 Prevent damage to finishes.
.5 Vent direct-fired combustion units to outside.
.11 Be responsible for damage to Work due to failure in providing adequate heat and protection during construction.
1.8 TEMPORARY POWER AND LIGHT
.1 [Provide and pay] [[Consultant] [Departmental Representative] [DCC Representative] will pay]for temporary power during construction for temporary lighting and operating of power tools, to a maximum supply of [230]volts [30]amps.
.2 Arrange for connection with appropriate utility company. Pay costs for installation, maintenance and removal.
.3 Temporary power for electric cranes and other equipment requiring in excess of above is responsibility of [Consultant] [DCC Representative] [Departmental Representative].
.4 Provide and maintain temporary lighting throughout project. Ensure level of illumination on all floors and stairs is not less than [162]lx.
SPEC NOTE: Use the following paragraphs for additions to existing buildings or large projects where existing power supply has sufficient capacity to accommodate power requirements for construction work. Give consideration to limiting excessive use of power by Contractor for space heating, etc.
.5 Maximum power supply of [_____]. Connect to existing power supply in accordance with Canadian Electrical Code [_____].[_____]
.6 Electrical power and lighting systems installed under this Contract may be used for construction requirements only with prior approval of [Consultant] [DCC Representative] [Departmental Representative]provided that guarantees are not affected. Make good damage to electrical system caused by use under this Contract. Replace lamps which have been used for more than [3]months.
1.9 TEMPORARY COMMUNICATION FACILITIES
SPEC NOTE: The scale of a project may warrant the set up of a 'business centre' including computers for e-mail and copy machines.
.1 Provide and pay for temporary [fax] [telephone] [data]hook up, line[equipment] [s]necessary for own use and use of [Departmental Representative] [DCC Representative] [Consultant].
1.10 FIRE PROTECTION
.1 Provide and maintain temporary fire protection equipment during performance of Work required by [insurance companies having jurisdiction]governing codes, regulations and bylaws.
.2 Burning rubbish and construction waste materials is not permitted on site.
Part 2 Products
2.1 NOT USED
.1 Not Used.
Part 3 Execution
SPEC NOTE: LEED: Use the following article for specifying LEED Requirement. Delete the following article if erosion and sedimentation control measures are included in Section 01 52 00- Construction Facilities.
3.1 TEMPORARY EROSION AND SEDIMENTATION CONTROL
SPEC NOTE: In the following paragraph select the second option to comply with LEED Prerequisite SS 1 if sediment and erosion control plan is included in the Contract documents. Select third option if Contractor is required to provide sediment and erosion control plan to comply with LEED Prerequisite SS 1.
.1 Provide temporary erosion and sedimentation control measures to prevent soil erosion and discharge of soil-bearing water runoff or airborne dust to adjacent properties and walkways, according to [requirements of authorities having jurisdiction] [sediment and erosion control drawings] [sediment and erosion control plan, specific to site, that complies with EPA 832/R-92-005 or requirements of authorities having jurisdiction, whichever is more stringent].
.2 Inspect, repair, and maintain erosion and sedimentation control measures during construction until permanent vegetation has been established.
.3 Remove erosion and sedimentation controls and restore and stabilize areas disturbed during removal.
END OF SECTION

