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SPEC NOTE ENVIRONMENTAL: This Section includes general requirements and procedures for compliance with the Canada Green Building Council's (CaGBC) - LEED Canada-NC prerequisites or credits required for LEED Project certification. Co-ordinate with Section 01 35 21- LEED Requirements.
Part 1 General
1.1 RELATED REQUIREMENTS
SPEC NOTE: Edit the following paragraphs to list documents or Sections with specific information that the reader might expect to find in this Section, but is specified elsewhere. Do not include Division 00 or Division 01 Sections in this listing.
.1 Section [_____]
1.2 REFERENCE STANDARDS
.1 Canada Green Building Council (CaGBC)
.1 LEED Canada-NC Version 1.0-[2004], LEED (Leadership in Energy and Environmental Design): Green Building Rating System Reference Package For New Construction and Major Renovations (including Addendum [2007]).
.2 LEED Canada-CI Version 1.0-[2007], LEED (Leadership in Energy and Environmental Design): Green Building Rating System Reference Guide For Commercial Interiors.
.2 Canadian General Standards Board (CGSB)
.1 CAN/CGSB-12.1-[M90], Tempered or Laminated Safety Glass.
.2 CGSB 82-GP-3M AMEND-[1981],  Doors, Aluminum, Combination Storm and Screen.
.3 Green Seal Environmental Standards
.1 Standard GS-03-[93], Anti-Corrosive Paints.
.2 Standard GS-11-[97], Architectural Paints.
.4 Health Canada/Workplace Hazardous Materials Information System (WHMIS)
.1 Material Safety Data Sheets (MSDS).
.5 South Coast Air Quality Management District (SCAQMD), California State
.1 SCAQMD Rule 1113-[04], Architectural Coatings.
1.3 ACTION AND INFORMATIONAL SUBMITTALS
.1 Provide submittals in accordance with Section [01 33 00- Submittal Procedures].
.2 Provide product data: in accordance with Section [01 33 00- Submittal Procedures].
.3 Provide shop drawings: in accordance with Section [01 33 00- Submittal Procedures].
.1 Submit drawings stamped and signed by professional engineer registered or licensed in [Territory] [Province], Canada.
.4 Provide samples: in accordance with Section [01 33 00- Submittal Procedures].
SPEC NOTE: Co-ordinate the following paragraph with Section 01 35 21- LEED Requirements.
.5 Sustainable Design Submittals:
.1 LEED Canada-[NC Version 1.0] [CI Version 1.0]Submittals: in accordance with [Section 01 35 21- LEED Requirements].
SPEC NOTE: Edit the following paragraph to include sustainable requirements related to this project for attaining environmental performance goals.
1.4 SUSTAINABLE REQUIREMENTS
.1 Materials and products in accordance with Section [01 47 15- Sustainable Requirements: Construction].
.1 [_____]
.2 Construction requirements: in accordance with Section [01 47 15- Sustainable Requirements: Construction].
.3 Do verification requirements in accordance with Section [01 47 17- Sustainable Requirements: Contractor's Verification].
1.5 DELIVERY, STORAGE AND HANDLING
.1 Deliver, store and handle materials in accordance with Section [01 61 00- Common Product Requirements].
.2 Waste Management and Disposal:
.1 Separate waste materials for [recycling] [reuse]in accordance with Section [01 74 21- Construction/Demolition Waste Management and Disposal].
Part 2 Products
2.1 MATERIALS
.1 [_____]
.2 Doors:
.1 [_____]
.3 Doors: to CGSB 82-GP-3M, Type [1] [2], Class [B] [A], [horizontal pushbar]and as follows:
.1 Glass: for safety glass to CAN/CGSB-12.1, Type [2] [1], Class [B] [A]of thicknesses specified in CGSB 82-GP-3M.
.2 Latchset: to CGSB 82-GP-3M, Type [_____]
SPEC NOTE: Use the following subparagraph for LEED projects, if recycled content materials are required for LEED Credit MRc4.1.
.3 Recycled Content: [_____][_____]
.4 Finish: [enamelled [_____] colour] [mill] [anodized with film thickness of [_____] mm].
SPEC NOTE: Use the following subparagraph for LEED projects, if low-emitting materials are required for LEED Credit EQc4.2.
.1 Maximum VOC limit [50]g/L [to GS-03] [to GS-11] [to SCAQMD Rule 1113].
SPEC NOTE: Include sweep only when weatherstripped threshold is not provided.
.5 Sweep weatherstrip: adjustable, metal strip with insert weatherstrip to CGSB 82-GP-3M.
.4 Manufacturer's nameplates on screen and storm doors are not acceptable.
2.2 FABRICATION
.1 Fabricate aluminum screen and storm doors in accordance with CGSB 82-GP-3M except where specified otherwise.
Part 3 Execution
3.1 INSTALLATION
.1 Install screen and storm doors in accordance with manufacturer's written instructions.
.2 Adjust operable parts for correct function.
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