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SPEC NOTE: This Section includes general requirements and procedures for compliance with the Canada Green Building Council's (CaGBC) - LEED Canada-NC and LEED Canada-CI prerequisites or credits required for LEED Project certification. Co-ordinate with Section 01 35 21- LEED Requirements.
SPEC NOTE: This specification is based on the assumption that the raceway type including wiring devices will be indicated on the drawings.
SPEC NOTE: Where a raceway has no outlets in the channel refer to Section 26 05 33.01- Surface and Lighting Fixture Raceways.
SPEC NOTE: Multi-outlet assemblies are based on CSA C22.2 No. 42.
Part 1 General
1.1 RELATED REQUIREMENTS
SPEC NOTE: Edit the following paragraphs to list documents or Sections with specific information that the reader might expect to find in this Section, but is specified elsewhere. Do not include Division 00 or Division 01 Sections in this listing.
.1 Section [_____]
1.2 ACTION AND INFORMATIONAL SUBMITTALS
.1 Provide submittals in accordance with Section [01 33 00- Submittal Procedures].
.2 Product Data:
.1 Submit manufacturer's printed product literature, specifications and datasheet and include product characteristics, performance criteria, physical size, finish and limitations.
.3 Indicate type of multi-outlet assemblies with similar terminology to these documents.
1.3 QUALITY ASSURANCE
.1 Quality assurance submittals: submit following in accordance with Section [01 45 00- Quality Control].
.1 Manufacturer's Instructions: submit manufacturer's installation instructions and special handling criteria, installation sequence, cleaning procedures and [_____]
1.4 DELIVERY, STORAGE, AND HANDLING
.1 Deliver, store and handle in accordance with Section [01 61 00- Common Product Requirements].
.2 Deliver materials to site in original factory packaging, labelled with manufacturer's name, address.
.3 Packaging Waste Management: remove for reuse [by manufacturer] [and return]of [pallets] [crates] [padding] [packaging materials]in accordance with Section [01 74 21- Construction/Demolition Waste Management and Disposal].
Part 2 Products
2.1 SURFACE RACEWAY FOR WIRING DEVICES
.1 Two piece assembly manufactured for mounting wiring devices and associated wiring.
.2 Raceway with base channel and snap on cover plate. Cross-section dimensions: [as indicated].
SPEC NOTE: Generally it is unnecessary to paint non-metallic or corrosion resistant raceway material. If however for aesthetic reasons paint is desirable, a metallic paint is preferable.
.3 Finish: [grey] [ivory]enamel, as indicated.
.4 Internal barrier for raceway having power and communication.
2.2 WIRING DEVICES
.1 Wiring devices: as indicated.
.2 Communication devices: as indicated.
.3 Cover plate: to match raceway manufacturer's standard snap-on cover.
2.3 PREWIRED RECEPTACLE HARNESS
.1 Receptacle harness factory assembled with single receptacles at [1525]mm centres on [1] [2]circuit[s].
2.4 VINYL PLASTIC STRIP
.1 Extruded rigid vinyl plastic with 2- [No. 12 AWG] [3] mm2 copper wires and continuous ground strip.
.2 Unfused "U" ground lock-in receptacle [as indicated] [for each 1.5 m of strip].
2.5 FITTINGS
SPEC NOTE: Specify manufacturer's fibre-ready elbow if fibre will be installed in communication raceway.
.1 Elbows, tees, supports, connectors, couplings and fittings to make a complete installation.
Part 3 Execution
3.1 INSTALLATION
.1 Install multi-outlet assemblies and raceway system in accordance with manufacturer's instructions.
.2 Install supports, elbows, tees, connectors, fittings.
.3 Keep number of elbows, offsets and connections to minimum.
.4 Install barriers where required.
.5 Install surface raceway continuous around corners. Provide corner and vertical sections as required.
3.2 WIRING
.1 Install wiring after installation of raceway system is complete.
.2 Install receptacle harness as indicated.
.3 Fasten wiring with wire clips inside raceway.
.4 Install ground wire as required.
3.3 WIRING DEVICES
.1 Install wiring devices and cover plates as indicated
.2 Install vinyl strip receptacles as indicated.
.3 Install identification labels for all electrical outlets.
3.4 CLEANING
.1 Clean in accordance with Section [01 74 11- Cleaning].
.2 Clean installed products in accordance to manufacturer's recommendation.
.3 Waste Management: separate waste materials for [recycling] [reuse]in accordance with Section [01 74 21- Construction/Demolition Waste Management and Disposal] [01 35 21- LEED Requirements].
END OF SECTION

